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Preface

D-Link reserves the right to revise this publication and to make changes in the content hereof without obligation to notify any
person or organization of such revisions or changes.

Manual Revisions

Revision Date Description
1.00 March 24, 2017 - Initial release

Trademarks

D-Link and the D-Link logo are trademarks or registered trademarks of D-Link Corporation or its subsidiaries in the United
States or other countries. All other company or product names mentioned herein are trademarks or registered trademarks of
their respective companies.

Copyright © 2017 by D-Link Corporation.

All rights reserved. This publication may not be reproduced, in whole or in part, without prior expressed written permission
from D-Link Corporation.

ErP Power Usage

This device is an Energy Related Product (ErP) that automatically switches to a power-saving Network Standby mode within 1 minute of no
packets being transmitted. It can also be turned off through a power switch to save energy when it is not needed.

Network Standby: 6.21 watts
Switched Off: 0.17 watts

D-Link DVA-5582 User Manual i



Table of Contents

Table of Contents

Product OVervieW.........cccccseeccnsesscnsscscnssessnsessnssssnssassanss [PV INTEITACE. ..ttt sisesseississasssaees 24
Package CONtENLS.....cvvevreneereissrssississssisssssssssesssssssssssssssssees 1 IPV6 Interface Settings ........oeneeneereeseeseinesesesannns 25
System ReQUIrEMENTS ......ccueeureereererennissesiesssssssssssssssesssssesnns 2 Configuration Wizard Phase T:.....cvernreennenne. 26
INEFOAUCTION .ot ssssssssssssssssssssssnes 3 Phase 1 Settings SUMMary.......venreveneensenrernenne. 26
FRATUIES ..t sss s s ssssssssssssssssssssssanes 3 Configuration Wizard Phase 2:........cvcrerereennenne. 27
Hardware OVEIrVIEW .........inirinieisissssissssssessesssssessessssees 4 Wi-Fi CONfIQUIation .....cecneeneeneeseenseisesnsesssesssessssenns 27

LEDS «.oreeeeeereieincnetetsessesesssessesesssessessessssasessessssssesssssssaenns 4 Wireless ACCesS POINt.......veneerereeneerenseseesenseanes 28
REAI VIBW ...t ssssessasensnses 6 Configuration Wizard Summary ..., 30
. SETLINGS ettt ssasessssesens 31

INSEAllatioN ..ccccceiiccccnnneccccsnnneccssnsaecsssnnssecssnssssssssssssessnnane 7 PhySICal INEEITACES oo 33

CONAIGUIALION c.ueeeeeccereerereanaesesesesssssssnsassssesasassssnsasassssess 8 Network CONNECLIoNS . eceveveveveeececessssissnneee 34
HOMIE wovoeeeeeeeeaaaaesseessesse s sesssssssssssssssssssssssssssssssssssssssssssssssannns 9 Bridge and VLAN .....uvveecceennnnnrnnssscccssssssissssssnees 35

CONAIGUIAtION WIZATT eeeeeeeeeeeseeeeesssssssenneenssesssens 11 Bridge LiSt . eceeeeeeeireiseiseiseissisessesssssissssssssassanens 36
Configuration Wizard: Phase 1 ........eeeeeeeeessssssecn 11 Bridge Filters .. 37
Physical WAN INterface ......ooeeeeeeeeeeessssssse 12 DHCP Server and Relay........ceveneneeneeneeneenensnnanns 38

ATIM CONFIGUIALION wrreeeeeeeeeeeeereeeeeesseseccenesenneesssens 14 DNS Client and Relay ........oevevenenenenereeesennnnanes 39
Ethernet Layer Settings (IP Encapsulation).....15 DNS Cli@Ntuiireereireiserssisstssssesssssssssaesssssssassanens 40

DSL Line Configuration Wizard ... 16 DNS RelaY...oererersireireireineinsississsssssssssssssssssssssassasens 41
PTM CONAIGUIALION oo 16 HOSTNAMES ...eeeecreceeeeseseessessssaeans 42
WAN Ethernet Configuration Wizard...................... 17 Routing and QOS.......nenenersirenessisseessesessessassanns 43
USB Interface Configuration Wizard ... 18 ROULING POLICY coueueeeirereeseseiseseiseissiseissanes 44
e (U1 ) 19 Traffic Classification......... e 45
PUIE BIIAGE e eeeeeeeeeeeereeeeesssssssscemenessesessessssssssssnsssseee 20 ALG FIOWS couereerreieirerseissiseisesssssssssssssessssssssssssesssses 46
PP o 21 POLICEIS ottt issseissssssse s ssssssessssanes 47
PPP (CONL) torreeeeeeeeeeeeeeeeeeeeseeeesseees e s sseses s sses s 22 QUEUES ...irrcrcrcrcieresesesesesesesesssessesssans 48
IPv4 Interface (IP over ATM) oo 23 ALG et esiessestsesses e ssessassseasassssasasssens 49
D-Link DVA-5582 User Manual ii



Table of Contents

NAT and Port Mapping .......ceeeeeeeeeeeeseseesensnsenns 50 Home NetWOrK ...t 78
NAT Interface Settings.....cnnnecseneesnssenseennns 51 SYSTEM ettt sssssssssssessssssssssssanes 79
POrt Mapping ....ccceeeeeeenesenennesinensesesenseseessessesenne 52 LOGQING weirriiririreiririensisisessesssessssessessssssssssssesssssssssssns 80
PUDIIC ADAreSSES ...uvuveeerereieeeireiseseiseesseseiseennes 53 REDOOL et ssessssssenes 81

PrOXI@S..cueieeeererieresieieseeiestessestesses s sssssasasenns 54 FActory ReSel ... e 82
[GMP PrOXY ..cveeureeeenrienseseensesiensessassnsenssssssessasenne 55 Save CoNfIQUIatioN.....eeneeseeseisesseeseessssssssesens 83
RTSP PrOXY ...covvrivireeineineineeneesessensessensesssnsessessesssssens 56 Backup Configuration File ... 84
PPPOE PrOXY ...cvuvveeerineinrineeneessesensessensesssnssssessssssssens 57 Load Configuration File ... 85

VPNuorttnentnesestsssssssssssssssssssssssssssssssssssssssssssssseses 58 Firmware Upgrade.......neneeneneeseseseeseeenns 86
PPTP / L2TP S@IVer....eeeeeerierereennesesensensenenne 59 DIagNOSTIC e cceersesesessesaesseaseessenees 87
IPSEC ceuiuiereeersinersersenesseseissessesssssessesssssessessssasesees 60 UDP ECRO coceeereeeteseieiseiseiesssensesssssesssssssasenns 88

DyNamic DNS ......eereecienesesessesssessessssenne 61 PING et seenene 89

Date / TIME cuueeereeeeeeeeeesensesessessesessssaesenaes 62 DOWNIOAA ....cireiiieieeseseiesesesessesssssesssssssasenns 90

MaNAGEMENT ...ttt sesassesaens 63 UPIOQAd .. ssss s ssssssenes 91
UPNP AQent... s ssssssssssens 64 TrACEIOULE. ... eeeesesesaseessasessaseasaees 92
TeINET SEIVET ot sesesesessas 65 Interfaces SUMMAry ......ereneeneeseeneeeeseiseseeenns 93
SSH SEIVET eerereseresesesissssssssssssssssssssssssens 66 CPU Load Memory USage ........ceeveeeereereesensessesnsennes 94
USEIS eteereeeiesieeneessisessssessasessssesesssssssassassses 67 Active CONNECTIONS .....cuieereecrriersieneeseersesessssessssssenes 95

VOIP SEIVICE...ueereeereeirerestnesesiseeseessensessssasesssssasens 68 SECUIEY cuveueieeeeeeeneeeeneeeessee et sses st esseasssaens 96

[PVG ..coeveeeieisineineinsississississsssssssssssssssssssssssssssssssssssssssssssees 69 FIr@Walluueeeee st sssssans 97
Global Settings......eeeeeeeereeeeeeeereesse s senaes 70 DIMIZ .crerterestsisesssissssssssssssssssssssssssssssssssssssssssssses 98

Autosense FAIloVer ... 71 Captive Portal..... e esssssesesssesees 99

StOrage SEIVICE .ttt isessessssssssssssassassans 72 MOAEM ..ttt sss s s assssssssassanes 100

StOrage DOVICE..rsiseisisisssssssasssssssssssssssnes 73 SIM Card et ssssessssssssessessssssssssases 101

Network File Sharing ........nnnsinsinsissssenns 74 USB MOAEM ...ueeiieireiiseiseisenseissssssssssssssssssssssens 102

USEr ACCOUNTS ..vvcceerrrteccrstseeeersssessesesssssssesesssenss 75 OPEIALON ettt asssessssessssssssnns 103

FTP SEIVEN caieerecierecinesesisessessesssssssessssesssssssssssnns 76 WIiFi=1.1 (2.4 GHZ) .. 104

DLNA Media Sharing ........ninnssssssssssssssnes 77 WIFi-2.1 (5 GHZ) c.ereeeeeeeretreteeeeestestestestesasssssassassansans 105

D-Link DVA-5582 User Manual iii



Table of Contents

Connect a Wireless Client to your Router .................... 106
WPS BULEON ..ttt sseessssessssesessssesssssaes 106
WINAOWS® 8.....eeererrnrsrssssssssssssssssssssssssssssssssessessssssssenes 107

WPA/WPAL ....cvrerrereisessississsssissssssssssssssssasssssssssssssssses 107
WINAOWS® 7.cueeeireireeississinsssssssssssssssssssssssssssssssssssssssssssssssses 109
WPA/WPAL ....vveerereinissississssssssssssssssssssssssssssssssssssssses 109
WPS oottt tsessesssssssssssssesssessssssesssesasesasessssssees 112
WINAOWS VISTA®....coreerenerecrreeneeseesessesssesssesssesssssesssesssesssesnss 116
WPA/WPAL .....oeeisiserseisessessessessessssssesssssssssessssssens 117
WINAOWS® XP....oreriiieieieieisisensessenssessesssssessssssssesssssssns 119
WPA/WPAL ...eeeersirerseisensessessessessssssessssssssssssssssens 120

Troubleshooting ......cccccceeeeeccccccccnnnnnecccccsssnnsnnneeccsssonns 122

Wireless BasiCs cccccccereccccnnsrcsscnssnesscnnsssssssssssssssnssssssnnass 126
What is WIrel@ss ... eveeeesiseireissinsisssssississssssssssssssssssnnes 127
TIPS sttt tss s e s s sss s tess s st sens s e sessnasasans 129
Wireless MOAES........eireresisisisisinsesssssssssssssssssssssssssssssseses 130

Networking BasiCS ...ccccceeccccnnnnsnecccssssnssssssecsssssnsssssssces 131
Check your IP address......nneeneineinsensinsissessessessassanns 131
Statically Assign an IP address.......ennenenenenenennns 132

Wireless SECUNILY ....cvernerneenernrineineiseiseissessessessessasenns 133
WHhat is WPAT .....eeeeeissesstssisesssassssssssssssssasens 133
Technical Specifications.......ccccceccnnnneeecccccccsnnnnneccccccnnns 134

D-Link DVA-5582 User Manual



Section 1 - Product Overview

Product Overview
Package Contents

DVA-5582 AC1600 VDSL2 VolIP Gigabit Modem Router
Ethernet Cable
DSL Cable

Power Adaptor

If any of the above items are missing, please contact your reseller.

Note: Using a power supply with a different voltage rating than the one included with the DVA-5582 will cause damage and void the warranty
for this product.
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Section 1 - Product Overview

System Requirements

« A DSL Internet connection
+ Wireless 802.11ac, n, g, b, or an Ethernet LAN port

Computer with the following:
« Windows 10/8.1/8/7/Vista/XP SP3 or Mac OS X 10.3 or higher
+ An installed Ethernet adapter

Browser Requirements:
« Internet Explorer 10 or higher, Edge 13 or higher
« Firefox 36 or higher
- Safari 8 or higher
« Chrome 40 or higher

Windows" Users: Make sure you have the latest version of Java
installed. Visit www.java.com to download the latest version.
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Section 1 - Product Overview

Introduction

The DVA-5582 AC1600 VDSL2 VolIP Gigabit Modem Router is a highly integrated router with everything your home or small
business needs for high-speed Internet access. It combines an ADSL2+/VDSL2 modem, Gigabit Ethernet Internet Port, 4G
mobile Internet support, Voice over IP (VolIP), and Gigabit wireless together in a single, easy to use product that shares an
Internet connection for all your devices.

Features

« User-friendly GUI for web configuration

- Compatible with all standard Internet applications

- Industry standard and interoperable DSL interface

-  WLAN with high-speed data transfer rates of up to 1600 Mbps*, compatible with IEEE 802.11b/g/n, 2.4GHz
compliant equipment

« IP routing and bridging

« Asynchronous transfer mode (ATM) and digital subscriber line (DSL) support

« Asynchronous transfer mode (PTM) and digital subscriber line (VDSL) support

« Point-to-point protocol (PPP)

« Network/port address translation (NAT/PAT)

« Quality of service (QoS)

- Wireless LAN security features: WPA/WPA2, 802.1x, RADIUS client

« Universal plug-and-play(UPnP)

- Web filtering

« 3G/4G Mobile WAN connection

« USB mass-storage, SAMBA

« System statistics and monitoring

« VoIP Integration

* Maximum wireless signal rate derived from |EEE Standard 802.11a,802.11b,802.11g,802.11n, and 802.11ac specifications. Actual data throughput will vary. Network conditions
and environmental factors, including volume of network traffic, building materials and construction, and network overhead, lower actual data throughput rate. Environmental
conditions will adversely affect wireless signal range.
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Section 1 - Product Overview

Hardware Overview

c;.,‘ei

?‘f‘°°

LEDs

o 6"‘1’ G“"‘ﬁ' ec'f‘"’"” o \s@‘

00000000

On The connection of a 3G or USB device has been established.
1 USB Green Blinking Data is being transmitted.
Off No connection of a 3G or USB device is established.
Off No phone signal is detected.
Green Blinking Active call.
2 Phone (1/2)
On The phone interface is ready.
Orange On No VolP account registered.
Blinking Data is being transmitted through the WLAN interface.
Green On The connection of WLAN interface is normal.
3 5GHz
Off The WLAN connection is not established.
Orange Blinking WPS pairing in Progress.
Blinking Data is being transmitted through the WLAN interface.
Green On The connection of WLAN interface is normal.
4 2.4GHz
Off The WLAN connection is not established.
Orange Blinking WPS pairing in Progress.
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Section 1 - Product Overview

Off Either the device is in Bridge Mode, the DSL connection is not present, or the power is
Green Blinking Internet data is being transmitted.
5 |Internet
On An Internet connection is established.
Orange On The device attempted an Internet connection, but failed.
Off No signal is detected.
6 xDSL Green Blinking The device is detecting a DSL signal.
On DSL Online.
Off The power is off.
Green
7 Power On The system startup is complete.
Orange On Power failure.

D-Link DVA-5582 User Manual




Section 1 - Product Overview

Hardware Overview
Rear View

GbE1  GbE2  GbE3  GbE4
pnannnnnnnnnnn

WAN GOE  Pover OnlOff
IEIIEIII i

1 DSL RJ-11 interface. Connect the router to DSL connector through a telephone cable.

2 PHONE (1/2) RJ-11 interface, using the telephone cable to connect the telephone set.

3 | Gigabit LAN (1-4) |RJ-45 interface for connecting to the Ethernet interface of PC or other Ethernet devices through an Ethernet cable.

4 Gigabit WAN RJ-45 interface for connecting to another router or Ethernet modem.

5 Power Input For connecting the power adapter. Power input is 12V DC, 2A.

6 Power Button Power on or off the device.

. RESET Reset to the factory defaults. Keep the device powered on, push a paper clip into the hole, press and hold the button
for 5 seconds, and then the system restores the default settings.

8 WPS Press for 1 second to enable WPS pairing. Press and hold for 10 seconds to disable Wi-Fi.

9 USB USB port, for connecting a 3G/4G dongle or other USB storage devices.
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Section 2 - Installation

Installation

Choosing a Location FeT=t=r=1 " |

Lind1  Lije2 GhE 1 GbE 2 GbE 3 GbE 4 WAN GbE  Poger

Many environmental factors may affect the wireless function of the router. If this
is the first time that you have set up a wireless network device, read the following ot
information.

Power Adapter

The router can be placed on a shelf or desktop and ideally the LED indicators should

be facing towards the front, as you may need to view them for troubleshooting.

Designed to have a range of up to 100 meters indoors and up to 300 meters outdoors, ]
\\H‘

wireless LAN lets you access your network from anywhere nearby. However, the - L.
numbers of walls, ceilings, or other objects that the wireless signals must pass through 2 TJ_ e
may limit the signal range. Typical ranges vary depending on types of materials and O I . — PC

background RF noise in your home or business.

Connecting the Router

Step 1:
Connect the DSL port on the router to the wall outlet with a telephone cable. Next,
connect the phone handset the LINE port of the router.

Step 2:
Connectthe LAN port of the router to an Ethernet LAN port on a PCusing an Ethernet
cable (MDI/MDIX).

Step 3:

Plug the power adapter into the wall outlet and then connect the other end of it to
the Power Input port on the router.

The following figure shows the connection of the router, PC, and telephones handsets.

Step 4:

If you use 3G/4G Internet service, connect the 3G USB data card to the USB interface
on the side panel. If you use phone service through the Internet, connect a telephone
handset to the PHONE interface on the rear panel.

D-Link DVA-5582 User Manual 7



Section 3 - Configuration

Configuration

To access the configuration utility, open a web-browser such as Internet Explorer

and enter the IP address of the router (default: 192.168.1.1). a - @ http://192.168.1.1 O~ X
| Login Q
You will be presented with the login screen. The username is admin, and the default

password is admin.

Uzer Name: | |

Pazsword: | |

Once you are logged in successfully, you will be presented with the Status screen D-Link
which will give you a brief overview of the router's current status and configuration.

Language: Eaglish|v|

CPE Sta}us —
. . . o . EWEth « BlInternet [ WirelessWi-Fi Radio 1 +
To proceed with configuration, click Advanced Configuration. If you are configuring - — -
the DVA-5582 for the first time, you will be able to access the Configuration Wizard B S
from that screen.

WPS mode PushButton

B WirelessWi-Fi Radio 2 + | ElPhone

Active ok Line Number 0001
Line Status  Disabled
S5ID

Call State Idle
Password  Printed on device

Line Number 0002
‘WPS mode PushButton

Line Status  Disabled
Call State Idle

Troubleshoot: [EInternet

1. Verify the ISP username and password you fill in the | Il | II |

2. Ifthe problem persists power cycle the IAD.

3. Contact your ISP Customer support service to verify
you broadband connection.

<

Advanced Configuration
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Section 3 - Configuration

Home

The Home screen provides a list of all avaialble functions, as well as easy access
to the Configuration Wizard. Items listed with a + symbol have sub menus that
appear when the mouse passes over them to enable quick-and-easy access to all
submenu items.

Configuration

Wizard:

User:

Setup:

Storage:

Home Network:

Click this icon to launch the Configuration Wizard which will guide
you through the rest of the setup process. See Configuration Wizard
on page 11 for a guided setup.

The User menu item allows the user to change the default
administrator name and password. For details see User on page
32 for details.

The Settings menu item has a pop-up menu, and contains links to
all settings relavent to network connections and administration. For
more information see Settings on page 31 for details

The Storage menu item has a pop-up menu, and allows you to set up
Network File Sharing, User Accounts for remote access, FTP Server
configuration, and DLNA Media Sharing for sharing multimedia
content on the local network. For details, see Storage Service on
page 72 for details.

The Home Network menu item shows a map of the local network,
lists all network interfaces, and provides links to both firewall
configuration and WAN configuration. For details, see Home
Network on page 78.

D-Link

Firmware Version: DVA-5582_A1_WT_20161221

Home

Status Page admin ~ Logout

[ Services

&
iR
=2

]

ome System (+)
Networ

P—~3 P~
P = F S
2.1 (54

B

st (+) Security (+) Modem (+) WiFi.11 (24GHz) WiFi-2.1 (5GHz)

COPYRIGHT & 1601
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Section 3 - Configuration

System:

Diagnostic:

Security:

Modem:

WiFi-1.1
(2.4GHz) and
WiFi-2.1 (5GHz):

Home (cont)

The System menu item has a pop-up menu, and contains links to
general administrative tasks, such as the system clock, creating
backups of router settings, system reset, and firmware upgrades.
For details, see System on page 79.

The Diagnostic menu item has a pop-up menu, and contains links
to diagnostic tools that should not be necessary for most users,
including packet configuration, IP tools advanced QoS services,
and advanced software configuration. For details, see Diagnostic
on page 87

The Security menu item has a pop-up menu, and contains links to
firewall, DMZ, and captive portal settings. For details, see Security
on page 96.

The Modem menu item has a pop-up menu, and contains links to
help you configure a 3G/4G USB dongle to connect to the internet.
For details, see Modem on page 100.

The WiFi-1.1 (2.4GHz) and WiFi-2.1 (5GHz) are direct links to the
Wi-Fi configuration for each channel. For details, see WiFi-1.1 (2.4
GHz) on page 104 and WiFi-2.1 (5 GHz) on page 105.

D-Link

Firmware Version: DVA-5582_A1_WT_20161221

Home

Status Page admin ~ Logout

[ Services

[]

&
8
v

=

System (+)

COPYRIGHT & 1601
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Section 3 - Configuration

Home

Configuration Wizard

If your router has not come preconfigured from your ISP, or if your connection defaults
have been changed, you will need to complete the Configuration Wizard in order
to access the internet. The wizard consists of two phases: setting the default WAN
(Internet connection) and configuring Wi-Fi settings.

Note: If you are configuring a DSL connect, be sure to have your ISP's configuration
information on hand. Configuring a DSL connection requires a high level of technical
knowledge and advanced concepts beyond the interface are beyond the scope of
this manual.

Click Next to start the configuration wizard, or Cancel to return to the homescreen.

Note: If a default connection is already configured, those settings will be erased once
you click Next on the phase one screen. To edit existing settings, click Cancel return
to the Home screen and select the relevant connection type instead. You can also
choose to Skip Phase 1, preserving your WAN settings, and move directly to Phase
2 to configure Wi-Fi settings.

Configuration Wizard: Phase 1

Click Next to configure your Internet connection. or click Skip to proceed directly
to Phase 2 to configure you Wi-Fi settings. Clicking Cancel will return to the Home
screen and discard any changes.

ion: DVA-5582_A1_WI 20161221

Home >> Configuration Wizard => Start Status Page admin  Logout
Configuration Wizard 5
Welcome for the b it the access gateway. We are going to execute the phases described here below.
When a current configuation i already present, the phases are not mandstory and they can be skipped.
Phase 1:
Configuration of the default WAN connection.
Phase 2:
p—
7" Configuration of WiFi access point parameters.
In order to apply functionality, a phase may
In this case 2 warming message will be present ot the begin of the phase.
COPYRIGHT € 016D-LINE
A WARNING! A default route WAN connection is already present in the current Internet Service configuration. ®
If you click "Next", the "Configuration Wizard" will delete the current default route WAN connection before start the wizard "New WAN Connection”.

o 2]
-Lin
Firmware Version: DVA-5382_A1_WI 20161221

Home >> Configuration Wizard >> WAN

Status Page admin ~ Logout

Configuration Wizard

Phase 1:
Configuration of the default WAN conneetion.

Click "Next" in order to create 2 new default WAN connection using the "New WAN Connection” wizard.
Click "Skip" in order to skip this phase (you can retur laer to his phase).

Click "Cancel"” in order to exit from "Configuration Wizard".

-<< Back -Nm . -sup o -Cance]

‘COPYRIGHT © 2016 D-LINK
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Section 3 - Configuration

Configuration Wizard: Phase 1 (Cont.)

Physical WAN
Interface:

DSL Line (DSL):

WAN Ethernet
(Eth1-5):

USB Interface (USB):

Physical WAN Interface

This menu asks you to choose which physical interface your Internet
connection comes from.

Select this interface if you use an xDSL connection. This connection
type uses an RJ-11 (telephone) cable plugged into the gray port on
the back of your router. For details on the DSL Line (DSL) configuration
procedure, see DSL Line Configuration Wizard on page 14.

Choose this connection type if your Internet is delivered over an RJ-45
(Ethernet) connection. If your WAN connection is connected to the
purple port on the back of the device labelled WAN GbE, then you
should select WAN Ethernet (Eth5). For details, see WAN Ethernet
Configuration Wizard on page 17.

Choose this interface if your primary Internet connection comes from
a 3G/4G dongle or other USB device. For details, see USB Interface
Configuration Wizard on page 18.

The subsequent steps will be different depending on the type of interface selected.

Click Next to start the configuration wizard, or Cancel to return to the homescreen.

‘New WAN >> Physical Interface

COPYRIGHT € IS DLINE
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Section 3 - Configuration

DSL Link Type:

DSL Channel:

DSL Link Type

This menu asks you to choose which physical interface your Internet
connection comes from. The options are ATM (Asynchronous
Transfer Mode) and PTM (Packet Transfer Mode). This information
will be provided by your ISP.

Select this interface if you use an xDSL connection. This connection
type uses an RJ-11 (telephone) cable plugged into the gray port on
the back of your router.

New WAN Connection
o Step 2

Choase the DSL link type for the new indernet comnsciion

DSL Line Detail

DSL Chamnel:

Channel 1 (chan0) V|

Choose this connection type if your Internet is delivered over an RJ-
45 (Ethernet) connection. If your WAN connection is connected to
the purple port on the back of the device labelled WAN GbE, then o s
you should select WAN Ethernet (Eth5).
Choose this interface if your primary Internet connection comes from
a 3G/4G dongle or other USB device.
If you have selected ATM (Asynchronous Transfer Mode) for the DSL Link Type,
clicking Next will take you to ATM Configuration on page 14.
If you have selected PTM (Packet Transfer Mode) for the DSL Link Type, see Ethernet
Layer Settings (IP Encapsulation) on page 15.
Click Cancel to return to the homescreen, or Back to return to the previous screen.
D-Link DVA-5582 User Manual 13



Section 3 - Configuration

ATM Configuration

ATM Link: This menu asks you to specify an existing ATM link to bind to your

ATM Link Type:

Destination
Address (VPI/VCI):

Additional VC
Search List:

Connection

Encapsulation:

previously selected interface. Select your link from the drop down
menu. If no ATM link exists, or you would like to create a new default
link with new settings, selection New ATM Link. Be sure to have your
ISP's information on hand.

If you choose New ATM Link, the following options will be available:

Choose the correct protocol for the ATM Link. The choices are
Ethernet over ATM, IP over ATM, or PPP over ATM. This information
will be provided by your ISP

Virtual Path Identifier and Virtual Channel Identifier (VPI/VCI) are
the path and channel between two points of an ATM network. The
first field corresponds to VPI, and the second to VCI. For VPl select an
identifier from 0-255. For VCI, select an identifier from 32 to 32235.

Additional identifiers can be specified by clicking the + button. Up
to 51 additional pairs of identifiers can be added.

Select either LLC (Logical Link Control) or VEMUX (Virtual Circuit
Multiplexing). This information should be provided by your ISP.

If you have selected Ethernet over ATM, clicking Next will take you to Ethernet
Layer Settings (IP Encapsulation) on page 15.

If you have selected IP over ATM, clicking Next will take you to IPv4 Interface (IP
over ATM) on page 23.

If you have selected PPP over ATM, clicking Next will take you to PPP on page 21.

Click Next to start the configuration wizard, Cancel to return to the homescreen, or
Back to return to the previous screen.

1P over ATM
ATM Link Type: gy

ov
Destination Address (VPL/ VCI) ﬂ;m

Additional VC Search List: O

Connection Encapsulation:  [LLC |

‘COPYRIGHT & 216 DLINK
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Section 3 - Configuration

Ethernet Layer Settings (IP Encapsulation)

IP Encapsulation: Choose an IP Encapsulation method from the list. The options are
IP over Ethernet, PPP over Ethernet, and Pure Bridge (no WAN IP)

VLAN Termination: Specify whether VLAN Termination (Virtual Local Area Network
termination) should be used on this connection. This information

should be provided by your ISP.

VLAN ID: If you selected Yes for VLAN termination, choose a VLAN ID from 1
to 4094.This information should be provided by your ISP or network.

If you have selected IP over Ethernet, see IPv4 Interface on page 24.
If you have selected PPP over Ethernet, see PPP on page 21.

If you have selected Pure Bridge (no WAN IP) see Pure Bridge on page 20.

Click Next to continue the configuration wizard, Cancel to return to the homescreen,
or Back to return to the previous screen.

Status Page admin  Logout

D-Link DVA-5582 User Manual
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DSL Line Configuration Wizard

DSL Link Type:

DSL Channel:

PTM Configuration

This menu asks you to choose which physical interface your Internet
connection comes from. The options are ATM (Asynchronous
Transfer Mode) and PTM (Packet Transfer Mode). This information
will be provided by your ISP.

Select this interface if you use an xDSL connection. This connection
type uses an RJ-11 (telephone) cable plugged into the gray port on
the back of your router.

Choose this connection type if your Internet is delivered over an RJ-
45 (Ethernet) connection. If your WAN connection is connected to
the purple port on the back of the device labelled WAN GbE, then
you should select WAN Ethernet (Eth5).

Choose this interface if your primary Internet connection comes from
a 3G/4G dongle or other USB device.

Click Next to continue the configuration wizard, Cancel to return to the homescreen,
or Back to return to the previous screen.

D-Link

‘Firmrware Version: DVA-5582_A1 W1 20161221

Home >> Settings > Network Connections >> New WAN >> ATM

New WAN Connection

o Step 3

Cioase one of the existing ATM lins, or provide settings for a new ATM link

ATM Link:

—New ATM Link —

ATM Link Type:
Destination Address (VPL/ VCI)

Additional VC Search List:

Connection Encapsulation:

COPYRIGHT € IS DLINE
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Section 3 - Configuration

WAN Ethernet Configuration Wizard

o @
-Lin
Fimmware Version: DVA-5582_A1_WI 20161221

IP Encapsulation: Select IP over Ethernet, PPP over Ethernet, or Pure Bridge (no = = “""
WAN IP). This information should be provided by your ISP or system
administrator.

If you have selected IP over Ethernet, see IPv4 Interface on page

VLANT tion.

24. VLAN Temimation: () Yes (o) No

For PPP over Ethernet, see PPP over Ethernet on page 21.

VLAN Termination: IfVLAN Termination is required by your Ethernet network, select Yes oz
and select a VLAN. The default setting is No.

Click Next to continue the configuration wizard, Cancel to return to the homescreen,
or Back to return to the previous screen.

D-Link DVA-5582 User Manual 17




Section 3 - Configuration

USB Interface Configuration Wizard

D-Link

Firmware Version: DVA-5582_A1_WI_20161221

Select Default APN: Select a default APN (Access Point Name) to connect to your 3G/4G Home »> Setings »> Neturork Connectons > New WAN >> Access Poin Name
network. If your APN is not listed, you can create a new one by
choosing the last option on this lis. You may skip this step, but your i ] oo s et o
3G/4G connection may not function properly until it is configured.

Select Defantt APN: | New Access Point Name — hd

If you select New Access Point Name, the following options will
appear: PLMN Code:

Access Point N:

Operator e

Name: | Name of your Operator

Name: Select a name to identify your APN. This name is for your reference
and has no effect on network settings.

COPYRIGHT & 2016 DLINK.

PLMN Code: Enter the PLMN Code (public land mobile network code) associate
with your carrier. This information should be provided by your carrier.

Access Point Names

URL: Enter the address for your carrier's APN. This information should be
provided by your carrier.

Dial: Enter the number to dial to initiate the connection. By default, this
is *994#. This information should be provided by your carrier.

Clicking Next will prompt you to configure PPP (USB) on page 19.

Click Cancel to return to the homescreen, or Back to return to the previous screen.

D-Link DVA-5582 User Manual 18



Section 3 - Configuration

PPP (USB)

If you have previously selected PPPas an IP encapsulation method, you will be
prompted to configure your PPP (Point to Point Protocol) account information.

D-Link

Firmware Version: DVA-5582_A1_WI_20161221

PPP Interface: Select an existing PPP interface to use, or select New PPP Interface e
to create a new one. Creating a new interface will display additional S WAN Comncion
configuration options. i e
PPP Connection L :

PPP Connecti

Connection Trigeer: | Always connected

Connection Trigger: Select Always connected, Connect when needed, Connect on
client request, or Connect manually. Always connected is the
default setting and will keep your connection online continuously.
Other connection settings will prompt for additional settings. These
settings may be useful for users on limited or metered connections.

COPYRIGHT @ 2016 DLINK.

Click Next to proceed to the IPv4 Interface on page 24.

Click Cancel to return to the homescreen, or Back to return to the previous screen.

D-Link DVA-5582 User Manual 19



Section 3 - Configuration

Pure Bridge

Pure Bridge mode disables the local DHCP server, causing your ISP to assign IP
addresses directly to any affected bridges. By default, the assigned bridge is all
Ethernet and Wi-Fi LAN clients.

Note: This feature may disable firewall features designed to help your network
resist intrusions and is not recommended unless specifically required by your ISP or
network administrator.

Note: Once Pure Bridge Mode in enabled, you will no longer be able to access the
configuration interface. Once enabled, the only way to make changes is to perform a
manual factory reset by pressing and holding the reset button on the back of router.
See Rear View on page 6 to find your reset button.

Bridge to LAN: Select a network bridge from the list. By default, Bridge1 includes all
Ethernet LAN and Wi-Fi interfaces. If you wish to configure additional
bridges, they must be set first from Bridge and VLAN on page 35
before continuing the Wizard.

D-Link

Fimware Version: DVA-5582_A1_WI1_20161221
Home > Settings > Network Connections >> New WAN >> Network Bridge

Status Page admin ~ Logout

New WAN Connection

o

Choose the LAN bnierface for bridging.

‘ A Ifyou proceed, the DHCP Server on the selected LAN Bridge wil be disabled

Click Next to proceed to the Phase 1 Settings Summary on page 26.
Click Cancel to return to the homescreen, or Back to return to the previous screen.
D-Link DVA-5582 User Manual 20



Section 3 - Configuration

PPP

If you have previously selected PPPas an IP encapsulation method, you will be
prompted to configure your PPP (Point to Point Protocol) account information.

PPP Interface:

Authentication
Enabled:

Authentication
Protocol:

MPPE encryption:
Username:

Password

Connection Trigger:

Select an existing PPP interface to use, or select New PPP Interface
to create a new one. Creating a new interface will display additional
configuration options.

PPP Authentication

Select Yes to enable authentication or No to disable. If your PPP
service requires a username and password, select Yes.

If authentication is enabled, select an Authentication protocol. This
information should be provided by your ISP. Auto is default.

If authentication is enabled, choose from MPPE (Microsoft Point-to-
Point Encryption) options. This information should be provided by
your ISP. None is the default setting.

If authentication is enabled, enter your PPP username. This
information should be provided by your ISP.

If authentication is enabled, enter your PPP password. This
information should be provided by your ISP.

PPP Connection

Select Always connected, Connect when needed, Connect on
client request, or Connect manually. Always connected is the
default setting and will keep your connection online continuously.
Other connection settings will prompt for additional settings. These
settings may be useful for users on limited or metered connections.

o ®
D-Lin
Fimmware Version: DVA-5582_A1_WI_20161221
Home >> Settings >> Network Connections >> New WAN >> PPP

[ New WAN Connection e,

0 Step 3

Chaose Point-to-Poini proiacal seitings for the new interns connection

PPPInterface: | New PPP Interface — hd

PPP

Authentication Enabled: @) Yes () No
Authentication Protocol: |Auts ./ PAP  CHAP  MS-CHAP . MS-CHAPv2
MPPE encryption: V| None 40bit 36 bit 128bit stateless
| —

Connection Trigger:

Auto Discomnect when ldle: @) Ves () No

Idle Discomnect Time: m seconds (min 60)

AutoDiscomnect (&) Yes () No

Max Comnection Time: (™™ 1) seconds (min 60)

PPPoE Setti

s
e

COPYRIGHT © 2016 DLINE
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Section 3 - Configuration

PPP (Cont)

For connection triggers other than Always connected, the following options will

appear:

Auto Disconnect
when Idle:

Idles Disconnect
Time:

Auto Disconnect:

Max Connection
Time:

Select Yes to disconnect automatically after a fixed time.
Set an idle timer in seconds. Minimum 60.
Auto Disconnect allows the router to automatically disconnect after

a specified period of time regardless of active traffic.

Set a maximum connection time in seconds. Minimum 60.

PPPoOE Settings

These settings appear only when configuring an Ethernet WAN connection. This
section may be ignored if configuring a DSL or USB connection.

Access
Concentrator
Name:

Service Name:

Enter the Access Concentrator Name here.

Enter the PPPoOE Service name here.

Click Next to configure IPv4 interface settings documented on the following page.

Click Cancel to return to the homescreen, or Back to return to the previous screen.

D-Link

Fimmware Version: DVA-5582_A1_WI_20161221

Home >> Settings >> Network Connections >> New WAN >> PPP

Status Page admin ~ Logout

[ New WAN Connection

%

0 Step 3

Chaose Point-to-Point protocal settings for the new internst connscio

PP Interface:

PPP

— New PPP Interface — v

Authertication Enabled:
Authentication Protocol
MPPE encryption:
Usemame:

Password:

@ Yes () No
[V]duts ./ PAP / CHAP |/ MS.CHAP |/ MS-CHAPv2
[vINone | 40bit | |36bit | |128hit | stateless

PPPoE Setti

r[Connect when needed |

e @ Yes () No

—

@® Yes () No

e E seconds (min 60)

Access Concentrator Name:

Service Name:

L 1
L 1

COPYRIGHT © 2016 DLINE
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Section 3 - Configuration

Enable NAT:

IPv4 Address

Subnet Mask:

Setup as Default
Route:

Setup Static DNS
Servers:

Preferred DNS
Server:

Alternate DNS
Server

IPv4 Interface (IP over ATM)

Select Yes to enable NAT (Network Address Translation) or No
to disable. NAT is a form of firewall and enabling it is strongly
recommended. The default is Yes.

Enter your static IP address for IP over ATM. This information should
be provided by your ISP.

Enter the subnet mask for you IPv4 address here. This information
should be provided by your ISP.

Select Yes to set this connection as the default source for your
Internet connection. Selecting No will require manual connection
in advanced settings. The default setting is Yes.

DNS Configuration

Select No to get DNS information automatically from DHCP. Select
Yes to setup DNS manually, and you will be prompted for a preferred
and alternate server.

Enter the IP address of your preferred DNS Server. This field only
appears if Setup Static DNS Servers is set to Yes.

Enter the IP address of your alternate DNS server. This field only
appears if Setup Static DNS Servers is set to Yes.

Click Next to configure IPv6 Interface Settings on page 25.

Click Cancel to return to the homescreen, or Back to return to the previous screen.

D-Link

Firmware Version: DVA-5582_A1_WI_20161221

Home >> Settings >> Network Connections >> New WAN >> IPv4 Interface

New WAN Connection

0 Step 4

Choose the IPvd interface setings for the new internet conneetion

DNS Serv

Enable NAT:

TPv4 Address:

Subset Mask:

Setup as Default Route:

Default Gateway:

Setup Static DNS Servers:
Preferred DNS Server

Alternate DNS Server

COPYRIGHT & 2016 DLINK.
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Enable NAT:

Obtain IPv4
Address
Automatically:

IPv4 Address

Subnet Mask:

Setup as Default
Route:

Setup Static DNS
Servers:

Preferred DNS
Server:

Alternate DNS
Server

IPv4 Interface

Select Yes to enable NAT (Network Address Translation) or No
to disable. NAT is a form of firewall and enabling it is strongly
recommended. The default is Yes.

Select Yes to enable DHCP and get and IP address automatically. If
you have a fixed IP from your ISP or network administrator, select
No. If you select No, you will be prompted to enter an IP address
and a subnet mask.

If you use a static IP address, enter it here. This field will only appear
if Obtain IPv4 Address Automatically is No.

If you use a stat IP address, enter the subnet mask here. This field will
only appear if Obtain IPv4 Address Automatically is No.

Select Yes to set this connection as the default source for your
Internet connection. Selecting No will require manual connection
in advanced settings. The default setting is Yes.

DNS Configuration

Select No to get DNS information automatically from DHCP. Select
Yes to setup DNS manually, and you will be prompted for a preferred
and alternate server.

Enter the IP address of your preferred DNS Server. This field only
appears if Setup Static DNS Servers is set to Yes.

Enter the IP address of your alternate DNS server. This field only
appears if Setup Static DNS Servers is set to Yes.

Click Next to configure IPv6 interface settings documented on the following page.

Click Cancel to return to the homescreen, or Back to return to the previous screen.

D-Link

Fimmware Version: DVA-5582_A1_WI_20161221

Home >> Settings >> Network Connections >>New WAN >>IPv4 Interface

New WAN Connection LN

o Step 3

Cioase the IPv4 interface settings for the nw iniernst corviection

EnsbleNAT: (g Yes () No
Obtain IPv4 Address Automaticall: () Yes (@) No
s

Setup as Default Route: (@) Yes () No

T —

Setup Static DNS Servers: (@) Yes () No

R
e —

COPYRIGHT & MI6DLE
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Section 3 - Configuration

IPv6 Interface Settings

Enable IPv6: Select Yes to enable IPv6 on this WAN connection, or No to disable
it. IPv6 is disabled by default.
Enable Neighbor Select Yes to enable the Neighbor Discovery Protocol (NDP) to allow
Discovery: your router to more easilly detect other nodes on the WAN, or No to
disable. This feature is enabled by default if IPv6 is enabled.

This option enables IPv6 across all interfaces.

Note: IPv6 is disabled by default. In order to use IPv6, the protocol stack must be
enabled by enabling global IPvé6.

Click Next to see a summary of your configuration and save your settings.

Click Cancel to return to the home screen or Back to return to the previous screen.

D-Link

Fimmware Version: DVA-5582_A1_WI_20161221

Home >> Settings >> Network Connections >> New WAN >>IPv6

Status Page admin  Logout

New WAN Connection

o Step 4

Cioase the IPV6 interface settings for the new iniernet corr

ection

Ensble IPv6

Enable Neighbor Discovery:

@® Yes O No

® Yes () No

‘ A Global IPv6 networking i disabled. To actually create the IPv6 stack, pleas

e activate the global IPv6 networking.

Enable Global IPv6

@ Yes () No

COPYRIGHT & MI6DLE
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Configuration Wizard Phase 1:
Phase 1 Settings Summary

The following section will display different information based on the type of interface
selected. This is a summary of all previous settings.

Click Apply to save your changes and continue to Phase 2 of the setup wizard, Cancel
to return to the home screen, or Back to return to the beginning of Phase 1.

D-Link

Fimmware Version: DVA-5582_A1_WI_20161221

Home >> Settings >> Network Connections >> New WAN >> Resume

Status Page admin  Logout

New WAN Connection

o Step 5

Cioase @ name io help you recogrize the new IWAN com

ruection. Check ihe seifings restume before applying.

Enabe Global Neighbor Discovery:

e AN Comesion Y
Emble @) Yes () No
Setings R
Physical WAN Interface: 'WAN Ethernet (EthS)
EthemelLink:  TPoE

Enable NAT: Yes

IP Addressing:  Dynamic (DHCP)
Setup as Default Route: ~ Yes

Setup Static DNS Servers: No

Enable IPv6: Yes
Enable Neighbor Discovery: ~ Yes

Yes

‘ A Global IPv6 networking i disabled. To actually create the IPv6 stack, the global IPY6 networking will be cnabled,

*]

COPYRIGHT & 2016 D-LINK
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Section 3 - Configuration

Configuration Wizard Phase 2:
Wi-Fi Configuration

Phase 2 of the configuration Wizard allows you to configure your Wi-Fi Access Points. D-Linl(@
To continue, click Next and follow the instructions presented on the next page. Fimr Ve DVA 52 ALVLUI621

Home >> Configuration Wizard >> WiFi

Click "Next" in order to set WiFi access point parameters. The page of parameters settings will be open.

Click "Skip" in order to skip this phase (you can retur later to this phase).

Click "Caneel” in order to exit from "Configuration Wizard"

-<<]hck -N=x|>> -Skip>> -c.;ml

COPYRIGHT € 2016 DLINK.

Note: This wizard will overwrite any existing Wi-Fi configuration.

Note: This wizard only configures the 2.4 GHz radio. To take full advantage of 802.11ac
capabilities, you must enable the 5 GHz radio, described in WiFi-2.1 (5 GHz) on
page 105.

To continue, click Next and follow the instructions presented on the next page.

Click Apply to save your changes and continue to Phase 2 of the setup wizard, Cancel
to return to the home screen, or Back to return to the beginning of Phase 1.

D-Link DVA-5582 User Manual 27



Section 3 - Configuration

Wireless Access Point

Phase 2 of the configuration Wizard allows you to configure your Wi-Fi Access Points.
To continue, click Next and follow the instructions presented on the next page.

Status:

Enable Access
Point:

Name (SSID):

SSID Broadcast:

AP Isolation:

Security Mode:

WPA Passphrase:

Show Password:

Indicates whether the interface is Up or Down.

Select Yes to enable the Wi-Fi access point. Selecting no will disable
Wi-Fi.

D-Link

Firmware Version: DVA-5582_A1_WI_20161221

>> Configuration Wizard > WiFi Parameters

Wireless Access Point

>

Wi-Fi Security Settings

Select Yes to broadcast the SSID. Selecting No will require all devices
wishing to connect to your network to enter the SSID manually in
addition to any security

Select Yes to isolate the wireless network from other devices on the
LAN while retaining internet access. The default is No.

Select an encryption mode to help protect your Wi-Fi network from
being accessed by unauthorized devices. WPA2 Personal is the
default and recommended mode. WEP and older WPA standards
are less secure and provided for compatibility with older devices.

Choose a strong password to help protect your network. The longer
and harder to guess a password is, the stronger the protection. The
password can be any letter, number, symbol, or space. Accent marks
and non-ASCIl characters are not supported. Passwords must be at
least 8 characters.

This option shows the password as you type it..

Status:

Enable Access Point.

Neme (SSID):

WiLFi Security Setti

Up

@ Yes () No

DVA-5582 Test AP

SSID Broadcast:
AP Isolation:
Security Mode:
WPA Passphrase:

Management Frame Protection:

Wi Fi Protected Setup.

@® Yes () No
Ove @N
P

WPS Enabled:

Configuration Methods:

® Yes () No

Push Button

D-Link DVA-5582 User Manual
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Wireless Access Point (Cont)

Wi-Fi Protected Setup

WPS Enabled: Select Yes to enable Wi-Fi Protected Setup (WPS) as a quick-and-easy
way to setup an encrypted wireless network.

Configuration Select a WPS configuration method. As of this writing, the firmware
Methods: only supports WPS Push Button for security reasons.

WPA2 Enterprise Link
Your router provides support for WPA2 Enterprise for use in some corporate e ———
environments. WPA2 Enterprise relies on RADIUS (Remote authentication Dial-In User Wi Acces P =
Service). If your network uses WPA2 Enterprise, you will have the following additional
options. This is provided for reference only and home users should generally choose e
Radius Server Enter the address of your RADIUS authentication server here. B P
Address: e
S Mo
Radius Server Port: Enter the port number of your RADIUS server here. Default is 1812 St st .
o
Radius Secret: Enter your RADIUS secret here. e
e B
Secondary Radius Enterthe address of your backup RADIUS authentication server here. B
Server Address:

Secondary Radius Enter the port of your backup RADIUS authentication server here.
Server Port: The default portis 1812.

Secondary Radius Enter your secondary RADIUS secret here.
Secret:

Click Apply to save settings and continue to the Configuration Wizard Summary on page 30.

Click Close to return to the previous page.
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Section 3 - Configuration

Configuration Wizard Summary

This page is the end of the configuration wizard. If you have completed both phases,

they will be labeled in green. If you have opted to skip one phase, the skipped phase D-1Link
Will be grayed Out. Firmware Version: DVA-5582_A1_WI_20161221

>> Configuration Wizard >> Resume

Configuration Wizard

Press Close to return save all changes and return to the homescreen.
Press Back to return to the previous screen.

The phase results of the "Configuration Wizard" are the following:
Phase 1: Done
Configusation of the default WAN connection.

7=, Phase2: Done
(=~

¥ Configuration of WiFi access point parameters.

COPYRIGHT & 2016 DLINK.
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Section 3 - Configuration

Settings

The Settings screen provides access to advanced network configuration settings. D-Link
These settings are for advanced use cases, and should not need to be configured e ——
for normal use. Items listed with a + symbol have sub menus that appear when the
mouse passes over them to enable quick-and-easy access to all submenu items. 0 =g =1 Cl =
Physical The Physical Interfaces menuitem hasa pop-up menu, and contains - - T e
Interfaces: links to advanced settings for xDSL, Ethernet, USB, phone, and Wi-Fi we @ @ 0 =
interfaces. For details, see Physical Interfaces on page 33. b == B~ )
SN
Network The Network Connections menu item contains links to WAN ( @i' %@; -@9
Connections: connections. From this menu item, you can create, manage, or o
remove WAN interfaces and VPN clients. For details, see Network

Connections on page 34.

Bridge and The Bridge and VLAN menu item has a pop-up menu, and allows
VLAN: you to manage bridges and VLAN termination. For details, see Bridge
and VLAN on page 36. '

DHCP Server The DHCP Server and Relay menu item allows direct management
and Relay: of the router's internal DHCP server, as well as for configuration of
relay protocols. For details, sce DHCP Server and Relay on page

38.

DNS Client The DNS Client and Relay menuitem has a pop-up menu, and allows
and Relay: you to configure how local devices use DNS (Domain Name System)
servers. For details, see DNS Client and Relay on page 39.

Routing QoS: The Routing and QoS menu item has a popup menu, and provides
configuration options for advanced routing and QoS (Quality of
Service) features. For details, see Routing and QoS on page 43.

ALG: The ALG (application layer gateway) menu item allows the direct
configuration of ALG modules. For details, see ALG on page 49.
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Section 3 - Configuration

Settings (Cont)

NAT and Port The NAT and Port Mapping menu item has a pop-up menu, and

o @
Mapping: allows you to configure NAT (network address translation) firewall D-Link
features as well as map ports for specialized applications. For details
see NAT and Port Mapping on page 50. <
Physical Interfaces (+) i.liiigk ﬁ D% D[i\ it E
Proxies: The Proxies menu item allows you to control passthroughs for media R R wit O 0
dewges and mulflcast, as well as PPPoE connections to your ISP. For g %o ) _@0 G _ 7y
details, see Proxies on page 54. e ilime 0 e presE e
, ) @ & k)
VPN: The VPN menuitem has a pop-up menu, and allows you to configure 0 5 =4 2
your router as a VPN server to gain remote access to your network
resources. For details, see VPN on page 58.

Dynamic DNS: The Dynamic DNS menu option allows you to configure a Dynamic
DNS service to compensate for adynamic IP. For details, see Dynamic
DNS on page 61.

Date /Time: The Date / Time menu item contains settings for configuring the
router's internet clock. For details, see Date / Time on page 62.

Management: The Management menu item has a pop-up menu, and contains
options for configuring remote management and UPnP. For details,
see Management on page 63.

VolP Service: The VoIP Service menu item contains settings for configuring Voice
over IP service provided by your ISP. For details, see VolP Service on
page 68.

IPV6: The IPv6 menu item has a pop-up menu, and allows you to set global
IPv6 configuration policy. For details, see IPv6 on page 69.

Autqsense The Autosense Failover menu item allows you to configure backup
Failover: jnternet connections should your primary WAN go down. For details,
see Autosense Failover on page 71.

Click Close to return to the homescreen.
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Section 3 - Configuration

Physical Interfaces

This screen displays a list of all physical interfaces. Clicking any one will bring up a D-Link

sub menu with configuration options. Active interfaces are highlighted in green. P Ve DVASSO_AL VL0121
Home >> Settings >> Physical Interfaces Status Page admin ~ Logout
Physical Interfaces [
==

'~
0
WiFiRadio 1 | | Wi-FiRadio2

Click Close to return to the previous screen.
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Section 3 - Configuration

Network Connections

This screen displays all active network connections, both LAN and WAN. This section
is for advanced users and network professionals only and can be safely ignored by
a majority of users.

Status Page admin  Logout

Click the @ icon to access a detailed view of the selected interface. e el O witcniu O
Wem VolP @E!lurmszrAI\lK]E!Dynmmmd,lddru&mllx:igm o,\mcm.. tod psL 0

Click the @ button to delete the connection. Note that all associated settings will e @uwmﬂmw Pv— - o

be deleted permanently' IuterfaceS @wmnhmn(m.ms.yl)m:mumm [ 1) Eths Q

Select New WAN Connection to begin Phase 1 of the Configuration Wizard. For A A

details, see Configuration Wizard Phase 1: on page 26 e

Select New LAN Interface and follow the on-screen instructions to create a new

LAN interface.

Selection New VPN Client and follow the on-screen instructions to setup a new

VPN client.

Click Close to return to the previous screen.
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Bridge and VLAN

This screen allows you to view and configure network bridges and bridge filters.
This section is for advanced users and network professionals only and can be safely
ignored by a majority of users.

Bridge List: The menudisplays a list of all bridges and provides options managing
them. For details, see Bridge List on page 36.

Bridge Filters: This menu displays a list of all bridge filters and provides options
for managing them. For details, see Bridge Filters on page 37.

Click Close to return to the previous menu.

Status Page admin ~ Logout

Bridge List Bridge Filters

COPYRIGHT § 2016 BLDK
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Section 3 - Configuration

Bridge List

This screen allows you to view and configure network bridges and bridge filters.
This section is for advanced users and network professionals only and can be safely
ignored by a majority of users.

You may Modify, Delete, or Filter by clicking on the buttons to the right-hand side
of the corresponding bridge.

Select Add New Bridge and follow the on-screen instructions to add a new bridge

Click Apply to save settings or Close to return to the previous menu.

D-Link

ware Version: DVA-5582 Al WI 20161221

> Settings >> Bridge and VLAN >> Bridge List

Status Page admin ~ Logout

Name

Standard

Interfaces

Enabled|

0 .. : Eh] EAh2 E¢h3 Etd WiFi-11 QAGHz) =
T Bridge Ethernet WiFi (192.168.1.1) 80210 Tl e [ . Enabled L_-;‘O Y
o Add New Bridge

‘COPYRIGHT & 2016 DLINK
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Section 3 - Configuration

Bridge Filters
This screen allows you to view and configure network bridges and bridge filters. D-Link
This section is for advanced users and network professionals only and can be safely Frmae en D551 621
. . . Home >> Settings >> Bridge and VLAN >> Bridge Filter List Status Page admin ~ Logout
ignored by a majority of users. . = =

Interface: [ All Tnterfaces | Brdge: [ All Bridges v

Click Add New Bridge Filter and follow the on-screen instructions to add a new
bridge ﬁlter. Orier|  otertce | Classification Criteria | Bridge | Enatica] |

oAddNe\\'BndgeIﬂkt

COPYRIGHT £ 2016 DK

Click Apply to save settings or Close to return to the previous menu.
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Section 3 - Configuration

DHCP Server and Relay

On this screen, you can configure advanced DHCP settings. This section is for
advanced users and network professionals only and can be safely ignored by a
majority of users. Select Yes to enable the internal DHCP server and allow all LAN
devices to beissued local IPs. Select No to disable local DHCP assignment and receive

IPs directly from your ISP.

Note: Disabling the DHCP server will preventing you from accessing the configuration
interface. In order to regain access, a factory reset will be required.

Click Apply to save settings or Close to return to the previous menu.

D-Link

Fimnware Version: DVA-5582_A1 W1 20161221

Home >> Settings »> DHCPv4 Server and Relay

Status Page admin ~ Logout

DHCP Server Settings
Enble Server.  (g) Yes () No
e Fiar
Name Interface Start End SubnetMask | Lease Time
FirstPool |Bridee Ethernet WiFi (L92.168.1.1) 1921681000 | 1S.168.1150 | 2552552550 | Lhlm y,
Pool2 1 A
Pooi3 1 Disabied “:=",0 1
o New Serving Pocl
EuwbleRelay () Ves (8) No
Relzying Pools
Name Inbound Interface Ouibound Interface DHCP Server Address Status
Bt ‘ ‘ ‘ ‘ Disabled L_E) 0
O New Relaying Pool

COPYRIGHT & 2016 DLINE
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Section 3 - Configuration

DNS Client and Relay

These pages allow you to configure advanced DNS settings for special usage cases.
This section is for advanced users and network professionals only and can be safely
ignored by a majority of users.

This section has three sub-menus which are described on the following pages:
DNS Client on page 40

DNS Relay on page 41
Hostnames on page 42

Click Apply to save settings or Close to return to the previous menu.

D-Link

Fimmware Version: DVA-5582_A1_WI_20161221

Status Page admin  Logout

D-Link DVA-5582 User Manual
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Section 3 - Configuration

DNS Client

This screen allows you to configure advanced DNS Client settings. This section is
for advanced users and network professionals only and can be safely ignored by a
majority of users. This information should be provided by your ISP.

You may modify or delete items by clicking on the button of the corresponding item.

Select Add Server to and follow the on-screen instructions to add a new server.

Select Add Rule for Dynamic Server to add new rules to the list.

Click Apply to save settings or Close to return to the previous menu.

D-Link

Firmware Version: DVA-5582_A1_WI_20161221
Home >> Settings >> DNS >> Client

Status Page admin  Logout

DN Client Settings

Euble (g Yes ()

Status:  Enabled

Origin

| 1P Address

| Domains/Hostuames | Outbound Interface

DHCPv4

‘ 192.168.0.1

Any ‘ WAN Ethernet (192.168.0.51)

Origin

Raules for Dynamic DNS

Domains/Hostnames

Outbound Interface

Any

voiplibero.it

Ethernet over ATM, 8/36 (Dynamic IPv4 Address not assigned)

Any

voiplibera.it

VLAN 836 - PPP - WAN Ethernet (Static TPv4 Address not configured)

OAdd Server OAddR\de for Dynamic Server

COPYRIGHT £ 016 BLIE
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Section 3 - Configuration

DNS Relay

This screen allows you to configure advanced DNS relay settings. This section is
for advanced users and network professionals only and can be safely ignored by a
majority of users. This information should be provided by your ISP.

You may modify or delete items by clicking on the button of the corresponding item.

Select Add Server to and follow the on-screen instructions to add a new server.

Select Add Rule for Dynamic Server to add new rules to the list.

Click Apply to save settings or Close to return to the previous menu.

D-Link

Firmware Version: DVA-5582_A1_WI_20161221
Home >> Settings >> DNS >> Relay Status Page admin  Logout

DNS Relay Settings Y

Emble (g Yes () No

Status:  Enabled

Origin ‘ 1P Address | Domains'Hostnames ‘ Inbound Interface ‘ Outbound Interface: ‘ |
WAN Ethernet (192.168.0.51) ‘ [x) |

DHCPv4 ‘ 192.168.0.1 | Any

Raules for Dynamic DNS

Origin ‘ DomainsHostnames | Inbound Interface ‘ Outbound Inferface ‘ |

O:’\.dd&!r\u OAddR\llzmeynm:Sm,Er

(COPYRIGHT € 2016 D-LINE.
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Section 3 - Configuration

Hostnames

This screen allows you to configure a local hostname for easy access to your router
without needing to keep track of your router's IP address.

Click Apply to save settings or Close to return to the previous menu.

D-Link

Fimmware Version: DVA-5582_A1_WI_20161221

Home >> Settings >> DNS >> Hostnames

Status Page admin  Logout

Hostnames Settings

Local Hosmame:  Name| dlinkrouter.Jocal

| Domain{

Static Hostnames: Name:|

| P Address:|

(COPYRIGHT € 2016 D-LINE.
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Section 3 - Configuration

Routing and QoS

This section provides advanced settings for Routing and QoS (quality of service). D-Link
It has five submenus described below:

Routing Policy on page 44
Traffic Classification on page 45
ALG Flows on page 46

Policers on page 47

Queues on page 87

Status Page admin ~ Logout

This section is for advanced users and network professionals only and can be safely
ignored by a majority of users.
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Section 3 - Configuration

Routing Policy

This section allows you to manually configure routing tables. The table displays
current information about this route. Click the check boxes to disable any specific
route. Click Add New Route to add a new route.

Click Apply to save your changes, or Close to return to the previous menu without
saving.

D-Link

Fimmware Version: DVA-5582_A1_W1_20161221

Home >> Settings >> Routing and QoS >> IPv4 Forwarding Rules

Status Page admin ~ Logout

1P Forwarding Rules

Destination [P/ SubnetMask Gateway IP Address. Interface Traffic Classes Metric|  Type Status | Enabled
Network 192.168.163.249/255.255.255.255 172175254 | WAN Ethernet (172.17.5.47) None Dynamic | Enabled
Network 192.163.168.201/255.255.255.255 172.17.5254 'WAN Ethernet (172.17.5.47) None Dynamic | Enabled
Network 192.168.163.2501255.255.255.255 172175254 | WAN Ethernet (17217.547) None Dynamic | Enabled
Default 172.17.5254 'WAN Ethernet (172.17.5.47) None Dynamic | Enabled
o Add New Route

CORYRIGHT @ 016 D-LINE.
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Section 3 - Configuration

Traffic Classification

On this screen, you are able to directly edit traffic classification. Traffic classification
is used to prioritize certain traffic (such as VolP) to ensure correct functioning of
time-sensitive services.

From this screen, the Order of given traffic may be moved up or down, with traffic
at the top of the list receiving highest priority. Traffic classes may be modified or
deleted with the buttons on the right hand side of the screen.

Click Add New Class to add a new traffic class.

Click Close to return to the previous menu.

D-Link

Firmware Version: DVA-5382_A1_WI 20161221

Home >> Settings >> Routing and QoS >> Traffic Classes

Status Page admin  Logout

Traffic Classification %
Order Name Classification Criteria Classifiction Outcome Exabled |
Interfuce Bridge Ethernet WiF1
R ” sre~ - @O
Dstinasion Port 5060 - 5063
Interface All Interacas
1 4 [Frearc Protocol @ Application FIP Yes ;.0
| 4
Destination Port 2
Interfuce All Intofaces
'lil TFIPALG Protocol udp Application IFIF No E’vo
Destination Port &
Interface All Dnterfaces
4+ Y[ Protocal o Application PPIP ve D)
| 4
Destination Port 1723
Interfuce All Interacas
1 IL |H3)3.UDPALG | Protocol i Application H323 No E,O
Destination Port 1718-1719
Interfuce All Interfaces
4 3| znrcrate | Prowce o Application: H3: v B
Dstinasion Port 17191720
Classes 7200
24 e Interface Locally Generaied Traffc i wemne-£s | ve |[EMD)
= LECEE () Ethernet Priority (8021Q) 5 -
Interface Locally Generated Traffc ) . =
4 [sevosewem | e e Ethernet Priority (8021Q) 5 ve B
D) adaew Class
Close

COPYRIGHT 2016 DLINK
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Section 3 - Configuration

ALG Flows

The Application Layer Gateway (ALG) flows allows you to configure dynamic port D.Linl(@
and address translation for traversal over the NAT firewall. Finvae e A S502AL_L016121

Home >> Settings >> Routing and QoS >> ALG Flows Status Page admin ~ Logout

ALG Flows B

Click Add New Flow to configure this for a new application and follow the on-screen

i n St ru Ct i ons. Name Application Flow Results Ensble ‘ |
Gmxewmw

COPYRIGHT @ 2016 D-LINE

Click Close to return to the previous menu.
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Section 3 - Configuration

Policers

Configuring Policers allows you to control the flow rate of certain kinds of traffic. When
traffic exceeds this limit, it can be dropped or sent to a different forwarding class.

Click Add QoS Policer and follow the on-screen instructions to configure a new
policer.

fe) ®
D-Lin
Fimware Version: DVA-5582_A1_W1_20161221
Home >> Settings >> Routing and QoS >> QoS Policers

Status Page admin ~ Logout

QoS Policers

Name

Metering Type

0 Add QoS Palicer

Click Close to return to the previous menu.
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Section 3 - Configuration

Queues

The Queues screen allows you to prioritize traffic based on traffic class and interface.
The default layout includes PTM, ATM, and Ethernet WAN interfaces. You may modify
or delete existing queues using the modify and delete buttons to the right. Click Add
QoS Queue and follow the on-screen instructions to add a new queue.

Click Close to return to the previous menu.

Firmware Version: DVA-5382_A1_WI 20161221

D-Link

Scheduling Algoritm

20

20

26

EQ

WETHLP

ETHS

E0

'WETH HP

ETHS

B0

() 44 Qo5 Quene

COPYRIGHT €206 DLINE
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Section 3 - Configuration

ALG

An application-level gateway (ALG) is a security component that augments a firewall
or NAT employed in a network. It allows customized NAT filters to support address
and port translation for specified application layer protocols. To edit modules, select,

D-Link

Fimware Version: DVA-5582 A1 W1 20161221

Status Page admin ~ Logout

Application Level Gateways

the Modify icon on the right-hand side corresponding to the module you wish to @ cswaue
Ch a n g e. Some agplication protocols need ALGs in order to work properly. Tou can enable or disable them, and set up default policies.
Protocol | DSCP Mark Ethemnet (802.1Q) Priority Routing Policy QoS Queue | Policer ‘Associated Traffic Classifications Associated Traffic Flows
This section is for advanced users and network professionals only and can be safely e o -
ignored by a majority of users. S| o Chunze No Chanee Mo || o | = e
IPsec :Va Change No Change None None :’\‘om None ;\bns
Click Close to return to the previous menu.
49
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Section 3 - Configuration

NAT and Port Mapping

This menu provides links to configure NAT and port mapping. This section is for D.Linl(@
advanced users and network professionals only and can be safely ignored by a Fumv e D504 0 7
majority of users. p—r—

It has three sub menus described on the following pages:
NAT Interface Settings on page 51

Port Mapping on page 52
Public Addresses on page 53 B

Click Close to return to the previous menu.
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Section 3 - Configuration

NAT Interface Settings

This page allows you to configure NAT firewalls individually for each external interface. DLink

Fimmware Version: DVA-5582_A1_WI_20161221

To change the prioritization of NAT interfaces, use the arrows on the left hand side. e .
To modify or delete a NAT interface, select the appropriate button on the right-hand
side corresponding to the interface you wish to change.

Order Name Match Type Extemnal Interface Status Enable Actions

&. TnterfaceSetting? All Packets NAPT |Ethernet over ATM, 8/36 (Dynamie IPv4 Address not assigned) Enabled | [ LT:), 0

43, | metaceseiing AU Packets NAPT | VLAN 836 -PPP - WAN Edhernet (Static [Pv4 Address ot configured) | Enabled | (4 | [S1 D)

Click Add new NAT and follow the on-screen instructions to create a new NAT g U e I e S | ¥ [EO

. f InterfaceSettingS All Packets NAPT |Ethernet over ATM, 0/32 (Dynamic IPv4 Address not assigned) Enabled Q E’. 0
interface. G

CORYRIGHT @ 016 D-LINE.

Click Apply to save your changes, or Close to return to the previous menu without
saving.
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Section 3 - Configuration

Port Mapping
Port mapping allows you to specify a port or range of ports to open for specific DLink
devices on the network. This might be necessary for certain applications to connect P Ve VA5 AL 051 ,
through the router. In some cases you may have two applications running on different P—— e
devices which require the same public port. Port mapping also allows you to remap _— e [ | | | || |
a different external port to each device. FIE e ratr oo - fan [l | gueu | @ [ =« [BO0]

. oPoanlppmgmenn\\-‘nApph:ahmu O\'euc\mnmhnnappmg
You may Modify, Delete, or Reload by clicking on the buttons to the right-hand

side of the corresponding port map.

Select Port Mapping for Known Application to create a mapped port from an
internal database of protocols.

CORYRIGHT @ 016 D-LINE.

Select New Custom Port Mapping to create a custom mapped port.

Click Apply to save your changes, or Close to return to the previous menu without
saving.
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Section 3 - Configuration

Public Addresses
This menu allows you to bind traffic from one interface to another, allowing you to DLink
bypass local bridges and NAT in certain circumstances. Mapping can also allow you P Ve DU 505V 201121

Home >> Settings >> NAT >> Public Addresses Status Page admin  Logout

to forward only specific protocols to specific targets. These maps can be accessed
from other menus to synergize with other options. Mappings may be modified or

Public Addresses Settings ®

deleted by selecting the appropriate buttons on the right-hand side corresponding o] commgim | mirm | | ecoomgn  [memaresar] su s ] acior
to the ta rget mapping. ‘\.@u‘ Al Tnterfaces ‘ICP/L‘DPA@I’WI‘Q| All nterfaces ‘ Ay Fort |)\'nne| Dicabled ‘ ] “_3}0
QMMWME

Select Add Mapping to add a new port mapping. [S—

DHCP Server Settings

| DHCPv4 Server

Selecting bridges or DHCP servers will take you to their respective configuration
pages.

CORYRIGHT @ 016 D-LINE.

Click Apply to save your changes, or Close to return to the previous menu without
saving.
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Section 3 - Configuration

Proxies

This menu allows direct control of proxies for specific protocols pertaining to multicast
functionality. This section is for advanced users and network professionals only and
can be safely ignored by a majority of users.

This section contains three submenus described on the following pages:

D-Link

Fimmware Version: DVA-5582_A1_W1_20161221

Status Page admin ~ Logout

[Network Application Prozies

1GMP Proxy

RTSP Proxy PPPoE Proxy

IGMP Proxy on page 55

RTSP Proxy on page 56
PPPoE Proxy on page 57 E——

Click Close to return to the previous menu.
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Section 3 - Configuration

IGMP Proxy

Creating an IGMP proxy enables the system to issue IGMP host messages on behalf of
hosts that the system has discovered through standard IGMP interfaces. This allows
the system to act as a proxy for its hosts after being enabled. If applicable, these
settings should be provided by your network administrator.

D-Link

Fimmware Version: DVA-5582_A1_W1_20161221

Home >> Settings >> Proxies >> IGMP Configuration Status Page admin ~ Logout

TGMP Proxy Settings E)

Eumble @ Yes () No

Status: o upstream interface configured

Upstream Interface: ] Ethernet over ATM, 8736 (Dynamic [Pv4 Address not assigned)
[] VLAN$36 - PPP - WAN Ethernet (Static IPv4 Address not configured)
[[] WAN Ethernet (172.17.5.47)
[] Ethernet over ATM, 0/32 (Dynamic IPv4 Address not assigned)

Downstream Interfaces: Ethl Eth2 Eth3 Ethd
WiFi-11 (2.4GHz) [ WiFi-12 [ WiFi-2.1 (5GHz) [] WiFi-22

FastLeaveEmable (g Yes () No
Force Upstream IGMP Version:
Force Downstream IGMP Version:
Skip Multicast Groups: o
39,

Reserved Multicast Groups: ~ 239.2§5.255.250

Click Apply to save your changes, or Close to return to the previous menu without
saving.
55
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Section 3 - Configuration

RTSP Proxy

Enabling this feature allows applications that uses Real Time Streaming Protocol
(RTSP) to receive streaming media from the Internet. If applicable, these settings
should be provided by your network administrator.

fe) ®
D-Lin
Fimware Version: DVA-5582_A1_W1_20161221
‘Home >> Settings >> Proxies >> RTSP

Status Page admin ~ Logout

RSP Proxy Seitings

Euble @ Yes () No
Status:  Disabled
Ports:

Click Apply to save your changes, or Close to return to the previous menu without
saving.
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Section 3 - Configuration

PPPoE Proxy

Specific settings may be required to use proxy configuration. If applicable, these ])..l‘itll(®

settings should be provided by your network administrator. P Vi D586V
Home >> Settings >> Proxies >> PPPoE Configuration Status Page admin ~ Logout
PPPoE Proxy Settings ]
Engble () Yes @ No
iaeies
WAN Intesface:  [WAN Ethernet (17217.5.47) hd
Click Apply to save your changes, or Close to return to the previous menu without
saving.
57

D-Link DVA-5582 User Manual



Section 3 - Configuration

VPN

This section provides configuration options to use your router as a VPN server. This
section is for advanced users and network professionals only and can be safely
ignored by a majority of users.

This section contains two submenus described on the following pages:
PPTP /L2TP Server on page 59

D-Link

Fimware Version: DVA-5582. A1 WI 20161221

Status Page admin ~ Logout

|“P)'

%

PPTP/L2TP
Server

%

IPsec on page 60
Click Close to return to the previous menu.
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Section 3 - Configuration

PPTP /L2TP Server

This page allows you to configure your router as a VPN server to enable remote access
to your network. Select New VPN Server and follow the on-screen instructions to
configure a new VPN server using the PPTP or L2TP protocols.

D-Link

Fimware Version: DVA-5582. A1 WI 20161221

Home >> Settings >> VPN > Server

Status Page admin ~ Logout

PPTP /L2TP Servers

Name | VPN Type | Local Interface / Address

Remote Interface / Addrese

EEa

ONE\\'VPNSEI\EA’
Click Apply to save your changes, or Close to return to the previous menu without
saving.
59
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Section 3 - Configuration

IPsec

This page allows you to configure your router as a VPN server to enable remote access
to your network using the IPsec protocol. Select IPsec wizard and follow the on-
screen instructions to configure a new VPN server using the PPTP or L2TP protocols.

D-Link

Firmware Version: DVA-5582. A1 WI 20161221

Home >> Settings >> VPN >> [Psec

Status Page admin ~ Logout

Enable[Psec: () Yes (@) No

Status:  Disabled

Security Associati

x| Tunnel Status

Remote Address Endpoint ‘

TPsec Profil

N ‘ Profile Name Local Endpoint

Local Peer ‘ Actions ‘

ONewmme
Dxder‘ Filter Name IPsec Profile Status ‘!\mﬂﬂ!‘
ONemea
0[?5::\\115[!1
Click Apply to save your changes, or Close to return to the previous menu without
saving.
60

D-Link DVA-5582 User Manual



Section 3 - Configuration

Dynamic DNS

The DDNS feature allows you to host a server (Web, FTP, Game Server, etc...) using a D.Linl(@
domain name that you have purchased (www.yourname.com) with your dynamically e e 7
assigned IP address. Most broadband Internet Service Providers assign dynamic —_— —

(changing) IP addresses. Using a DDNS service provider, your friends can enter in
your domain name to connect to your server no matter what your IP address is.

Hostame Provider Ensbis Status | |

D o] ] ]

Select Add a Provider and follow the on-screen instructions to configure a new
DDNS provider.

COPYRIGHT € 016 LK

Click Apply to save settings, Refresh to update the page, or click Close to return to
the previous screen.
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Section 3 - Configuration

Date / Time

This screen allows you to configure date and time settings for your router. Enter one
or more NTP servers to automatically synchronize your date and time settings across
the Internet. If you choose not to use an NTP server, you will be prompted to enter
date and time manually. Note that manual date/time information may be lost in the
event of a power failure.

Click Apply to save settings, Refresh to update the page, or click Close to return to
the previous screen.

D-Link

Fimware Version: DVA-5582 A1 W1 20161221

Status Page admin ~ Logout

Date and Time Settings

Current Time:

Time: 10:31:32  Date: 08/03/2017

Enable NTP:
Set time/date manually:

Synchronization Stafus:

Time Zone:
NTP Server |
NTP Server 2.
NTP Server 3.
NTP Server 4

NTP Server 5.

@® Yes () No
]
Synchronized

CET-1CEST-2M3.5.012,

‘COPYRIGHT € 2016 BLIN

] ®
-Lin
Firmware Version: DVA-5582_A1_WI_20161221
Home >> Settings >> NTP

Status Page admin

Logout

Date and Time Settings

Current Time:

Time: 10:31:52  Date: 08/03/2017

Enable NTE:

Set fime/date mannally:

‘Time Zone:
NTP Server 1
NTP Server 2.
NTP Server 3
NTP Server 4.

NTP Server 5.

Synchronization Status: ¢

Yes o No

o
] e— U

March2017 b b

s 7[]e nm
13 14 15 16 17 18 19
20 21 22 23 24 25 26
27 28 25 30 31

COPYRIGHT © 016D-LINE
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Section 3 - Configuration

Management

The management section provides links to administrative and management features
available on your router. This section is for advanced users and network professionals
only and can be safely ignored by a majority of users.

This section contains four submenus described on the following pages:

D-Link

Fimware Version: DVA-5582_A1_W1_20161221
‘Home >> Seftings >> Management

Status Page admin ~ Logout

[ Device Management Settings

@

UPnP

UPtP Agent Te
Ses

UPnP Agent on page 64

Telnet Server on page 65
SSH Server on page 66 =

Users on page 67

Click Close to return to the previous menu.
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Section 3 - Configuration

UPnP Agent

This page is used to configure UPnP. UPnP helps to automatically configure software
and devices on your network to access the resources they require.

»® @
D-Lin
Fimmware Version: DVA-5582_A1_W1_20161221
‘Home >> Settings >> Management >> UPnP

Status Page admin ~ Logout

UPnP Agent Seitings

Enable UPoP:
‘External Interface:

Local Inteface:

@ Yes O No

[Ethernet over ATM, 836 (Dynamic IPv4 Address not assigned)

v

Bridge Ethernet Wii (192.163.11) ™

Click Apply to save your changes, or Close to return to the previous menu without
saving.
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Section 3 - Configuration

Telnet Server

This page allows you to enable and configure telnet remote administration of the
device. Use of this feature is not recommended for novice users.

Click Apply to save your changes, or Close to return to the previous menu without
saving.

D-Link

Fimmware Version: DVA-5582_A1_W1_20161221
Status Page admin ~ Logout

Home >> Settings >> Management >> Telnet Server

Telnet Command Line Scttings =]
Basic Settings Local Access. Remote Access
Control List Control List
Local A
EnzbleLocel Access: (@) Yes () No
=
LANTnterfaces: [ Click fo bind he Telnet service to specific LAN interfaces
Session Life Time:
Remote A
EnsbleRemote Aceesst () Yes (@) No
CoPYRIGHT & 016 DL
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Section 3 - Configuration

SSH Server

This page allows you to enable and configure SSH remote administration of the
device. Use of this feature is not recommended for novice users.

Click Apply to save your changes, or Close to return to the previous menu without
saving.

D-Link

Fimmware Version: DVA-5582_A1_W1_20161221
Status Page admin ~ Logout

Home >> Settings > Management >> SSH Server

SSH Comman 1d Line Settings
Basic Settings Local Access Remote Access
Control List Control List

Local A

EnableLocal Access: (&) Yes () No

- E—

LANInterfaces: [ Click fo bind the SSH service to specific LAN inferfires

Session Life Time:

Remote A

EnsbleRemote Aceesst () Yes (@) No

COPYRIGHT @ 016 D-LINE
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Section 3 - Configuration

Users

The Users page allows you to add new user accounts and manage their access to
administrative rights and remote access.

» @
D-Lin
Fimware Version: DVA-5582_A1_W1_20161221
Home >> Settings >> Management >> Users

Status Page admin ~ Logout

To modify or delete users, select the Modify or Delete buttons on the right-hand
side of the screen. Note that you cannot delete an active user. o gy g
;em.mn,m dmin 7 O v B
To add a new user, select Add User and follow the on-screen instructions. Qe
Click Apply to save your changes, or Close to return to the previous menu without
saving.
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Section 3 - Configuration

VolIP Service

This menu provides advanced configuration options for VolIP service. If your service
has not been pre-configured by your ISP, this information should be provided by
your ISP. This section is for advanced users and network professionals only and can
be safely ignored by a majority of users.

Click Apply to save settings, Refresh to update the page, or click Close to return to
the previous screen.

»® @
D-Lin

Fimmware Version: DVA-5582_A1_W1_20161221

Home >> Settings >> VoIP Service

Status Page admin ~ Logout

VoIP Lines

‘ Warning! The current VoIP functionality is compromised due to the absence of a "Outbound Interface.

Please select a valid "Outbound Interface” in order to restore the correct functionality of VoIP.

Line Number Physical Interface Line Status. Call Status Profile nabled |
Lineal =
0007 FXSI Not Registered. Idle e O _‘o
Lineal 20
0002 FXs2 Not Registered Idle ey O =

COPYRIGHT & 2016DLINE
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Section 3 - Configuration

IPv6

The IPv6 menu provides a links to configure IPv6 settings across all interfaces. This
section is for advanced users and network professionals only and can be safely
ignored by a majority of users.

This section contains one submenu described on the following page:
Global Settings on page 70

D-Link

Fimmware Version: DVA-5582_A1_W1_20161221

Status Page admin ~ Logout

Click Close to return to the previous menu.
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Section 3 - Configuration

Global Settings

This menu allows you to configure global IPv6 settings. This information should be
provided by your ISP or network administrator.

D-Link

Fimmware Version: DVA-5582_A1_WI_20161221

Home >> Settings >> IPv6 >> Global Settings

Status Page admin ~ Logout

IPv6 Global Settings

IPv6Status:  Disabled

Enable V6. (g) Yes () No

Setup ULAPrefix: () Yes () No

Click Apply to save your changes, or Close to return to the previous menu without
saving.
70
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Section 3 - Configuration

Autosense Failover

This section will allow you to configure your Internet fail over priority. In the event
that your primary Internet connection method fails, this device can automatically
fall back to using a secondary connection in order to maintain Internet connectivity.
This section is for advanced users and network professionals only and can be safely
ignored by a majority of users.

Failover interfaces are managed in groups to allow redundancy across different
interface types. To modify or delete a group, select the corresponding Modify or
Delete button on the right-hand side.

To create a new failover group, select New Group and follow the on-screen
instructions.

Click Apply to save your changes, or Close to return to the previous menu without
saving.

) ®

D-Lin

Fimmware Version: DVA-5582_A1_W1_20161221
Home >> Seftings >> Autosense Failover

Status Page admin ~ Logout

EusbleFailover. @ Yes () No

Name

Monitored Interface

Groupl

Wan VoIP — Ethernat over ATM, &/56
VoIP IP Interfaces

an PPP VoIP — VLAN 836 - PPP - WAN Ethernet

7995

O New Group

COPYRIGHT & 2016DLINE
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Section 3 - Configuration

The Storage Service allows you to remotely access storage devices connected to

your router.

This section contains a status display and four submenus described on the following

pages:

Storage Device on page 73
Network File Sharing on page 74
User Accounts on page 75

FTP Server on page 76

DLNA Media Sharing on page 77

Click Close to return to the previous menu.

Storage Service

D-Link

Firmware Version: DVA-5582_A1 WI 20161221

Home >> Storage Service

i)

Nefwork File Sharing

FTP Server

COPYRIGHT ©2016DLDK.
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Section 3 - Configuration

Storage Device

If an external storage device is attached, it will appear at that top of the Storage
Service screen. To configure a device, click the corresponding Settings button.

D-Link

Firmware Version: DVA-5582_A1 WI 20161221

= 1 = O

Network File Sharing User Accouats FTP Server DLNA Media Sharing

Click Close to return to the previous menu.
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Section 3 - Configuration

Network File Sharing

This page allows you to enable and configure basic filesharing features to remotely DLink
access your media across the network. =
Home > Storage Service > Network File Sharing Status Page admin ~ Logout

Network File Sharing Settings

EnsbleSharing () Yes (@) No
Ask for User Authentication: () Yes (@) No
e —
‘Netbios Name:

Interfaces: [ ] Click to bind File Sharing to a specific interfce

Automatic File Sharing

Share Automatically All Volumes: () Yes @ No

COPYRIGHT € 2016 D-LIE

Click Apply to save your changes, or Close to return to the previous menu without
saving.
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Section 3 - Configuration

User Accounts

If User Authentication has been enabled, you may need to configure login D-I.illk®

credentials to access storage over the network. User accounts may also be require = o

to access FTP services. ] |

Click Add User to create a new user. = e = e |
oAddLm
Group ‘ Group Nam Enable | ‘
Qasoes

COPYRIGHT 2016 DLINK

Click Apply to save your changes, or Close to return to the previous menu without
saving.
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Section 3 - Configuration

This page allows you to configure remote access to storage using the industry-

standard FTP protocol.

Click Apply to save your changes, or Close to return to the previous menu without

saving.

FTP Server

D-Link

Firmware Version: DVA-5582_A1_W1_20161221

Home >> Storage Service >> FTP Server

Status Page admin ~ Logout

FTP Server Settings

-

Enable FTPServer. () Yes 8) No

Starting Folder: [ Not Specified - hd
Maximum Number of Simultaneous Users:

Maniwuen Idle Tane: ] Click to enable automatic disconnzct time
Port [ Click to bind the FIP service to a custom port

Interface: (] Cilck to bind the FIP service to specific nterfaces

Users A

‘ User Account | Enabled ‘ Starting Folder ‘ Read Only |
}0 ‘Amry‘mnm User | O ‘ ~Not Specified - ~ ‘ = |

P Manage User Accounts

COPYRIGHT @ 016 LN
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Section 3 - Configuration

DLNA Media Sharing

The Digital Living Network Alliance (DLNA) protocol allows you to seamlessly stream
media between compatible devices.

When enabled, you will be prompted to select an interface on which to enable DLNA
access, as well as which attached storage devices to share.

D-Link

Firmware Version: DVA-5582_A1_W1_20161221

Home > Storage Service

= DLNA

Status Page admin ~ Logout

DLNA Media Sharing

3

S

Enable DLNA: @) Yes () No

Local Interface: | Brige Ethernet WiFi (192.168.1.1) ™

Status

Storage Volume

Disabled

(7.7 GB - FAT32} - Offtine

Click Apply to save settings, Refresh to update the page, or click Close to return to
the previous screen.
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Section 3 - Configuration

Home Network

This menu gives you a graphical view of all interfaces on your router. Click any D.Linl(@

interface to be taken to the relevant configuration page. This section is for advanced e
users and network professionals only and can be safely ignored by a majority of users. - “‘”’*‘“‘“’k =g “'g"'
o ’{S WiFi-2 1 (3GH2)
o gl = o L .,
o o il =
o M e
° m -
G v o | ite

Click Refresh to update the page, or click Close to return to the previous screen.
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Section 3 - Configuration

System

The system section provides quick links for administration, troubleshooting, and
updates for your router. This section is for advanced users and network professionals
only and can be safely ignored by a majority of users.

It contains seven submenus described on the following pages:

Logging on page 80

Reboot on page 81

Factory Reset on page 82

Save Configuration on page 83
Backup Configuration File on page 84
Load Configuration File on page 85
Firmware Upgrade on page 86

Click Close to return to the previous menu.

D-Link

Firmware Version: DVA-5582_A1_WI 20161221

Status Page admin  Logout

COPYRIGHT 2016 D-LINK.
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Section 3 - Configuration

Logging

The logging menu provides a detailed log of all router activity and allows fine control D'Linl(@
over logging information. Logs can be downloaded as text files for analysis and e ———

82_A1_WI_20161221

h L. Home >> System >> Logging
arcnivi ng. System Log B
Services Log Messager :
A Start From: 7] Click hera to filter on start ttme
WWAN Modem General Information V'

UpTo: ] Click here to iiter on end ttme
General Information v | fiter

Auto Refresh: [ Cliek o rafresh messages every 10 sec

General Information ™

General Information V'

General Information Vv v
Log-
22122016 13:37:56 bitpd INFO  nl/default/custom yapls file found
22/122016 13:37:44 [httpd |WARNING |Redirect peer to '
221272016 13:37:44 htpd (VAT fcss Omnes-Regular off not found, request from 192.168.1.100:3631
22122016 13:37:43 hitpd INFO  nls/defaulticustom yapls file found
22/12/2016 1 NING [Redirect peer to /ui

INFO nls/default/custom y
|WARNING [VM: redirect 192.168.1.100:

21272016 13:15:59 GUI INFO  Authenticated user admin, connected from 192.168.1.100
2211272016 13:15:56 [httpd | WARNING |Redirect peer to /ui
221272016 13:15:36 [hitpd |WARNING [VM: /css Oranes Regular.otf not found, request from 192.168.1.100.2
1272016 13:15:36 hpd INFO  nls/defaultcustom yapls file found
221272016 13:15:56 [httpd [WARNING [VM: redirect 192.168.1.100:2348 to /uilogin
D122016 13:15:35 dns INFO  Resolved UDP query for dus msfincei com via 192.168.0.1

dns INFO  Resclved UDP query for secure nym adnxs.com via 192.168.0.1

INFO  Resclved UDP query for dt adsafeprotected com via 192.168.0.1

‘miniupnpd INFO  ———Processed!
221272016 13:14:35 miniupupd INFO  case3 ssdpdevice and service type search
221272016 13:14:35 miniupnpd INFO  SSDP MSEARCH from 192.168.1.100:52863 ST: urmdial multiscreen.org:service:dial:1
22122016 13:14:34 miniupnpd INFO  ———Processed!
22122016 13:14:34 miniupnpd INFO  case3 ssdpdevice and service type search
221272016 13:14:34 miniupnpd INFO  SSDPM-SEARCH from 192.168.1.100:52863 ST: um:dial-multiscreen.org service:dial:1
221272016 13:14:33 miniupnpd INFO  ———Processed!
22122016 13:14:33 miniupnpd INFO  case3 ssdpdevice and service type search
221272016 13:14:33 miniupnpd INFO  SSDP M-SEARCH from 192.168.1.100:52863 ST: um:dial-multiscreen-org service:dial:1
221272016 13:14:32 miniupnpd INFO  ———Processed!
22122016 13:14:32 miniupnpd INFO  case3 sadpdevice and service type search
22122016 13:14:32 miniupnpd INFO  SSDP M-SEARCH from 192.168.1.100:52863 ST: um:dial multiscreen.org:service:dial:1
221272016 13:14:31 dns INFO  Resclved UDP query for m.cne impact-ad jp via 192.163.0.1
221272016 13:14:31 dns INFO  Resalved UDP query for www google-analytics com via 192.168.0.1
22122016 13:14:31 dns INFO  Resclved UDP query for tpe googlesyndication com via 102.168.0.1
22122016 13:14:31 dns INFO  Resclved UDP query for googleads.g doubleclick-net via 192.168.0.1
22122016 13:14:29 dns INFO  Resclved UDP query for webservices webspectator com via 192.168.0.1
221272016 13:14:29 dns INFO  Resolved UDP query for www forbes.com via 192.163.0.1

< >

‘COPYRIGHT € 2016 DLINK

Click System in the top left corner to return to the previous menu.
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Section 3 - Configuration

Reboot

This screen allows you to reboot the router over the GUI, without having to toggle the
power manually. It also allows you to schedule a reboot on a timer of up to one hour.

Click Reboot to restart the router or execue a scheduled reboot, or click Cancel to
return to the previous screen.

D-Link

Fimmware Version: DVA-5582_A1_WI1 20161221

Home >> System >> Reboot

Status Page admin ~ Logout

Reboot the Device

Please confirm to reboot the device now.

Delayed reboot ean be optionally scheduled.

ScheduledReboot: [ ] Cilck to schedule a delayed reboot

COPYRIGHT & 2016 DLINE

D-Link DVA-5582 User Manual

81



Section 3 - Configuration

Factory Reset

This setting allows you to reset the router to factory defaults over the Ul.

o ®
D-Lin
Fimmware Version: DVA-5582_A1_WI_20161221
Home >> System >> Reset Configuration

Status Page admin ~ Logout

Note: Resetting the router will cause all settings to be lost. Wi-Fi will be offline until e =
reconfigured.
‘ Do you really want to reset the configuration ? ®
Note: Restoring the factory defaults will erase the cusvent configuration.
Click Reset to activate the factory reset procedure, or click Cancel to return to the
previous screen.
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Section 3 - Configuration

Save Configuration

This screen allows you to save settings to be persistent across device reboot.

D-Link

Fimmware Version: DVA-5582_A1_WI1 20161221

Home >> System >> Save Configuration

Status Page admin ~ Logout

Note: Most settings are generally saved when you click Apply, but this is provided e =
as an extra layer of verification
‘OSLWMka.fnﬁ;va ®
Click Save Configuration to save all settings to persistent memory, or click Cancel
to return to the previous screen.
83
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Section 3 - Configuration

Backup Configuration File

This screen allows you to create a backup of your router's configuration that can be
saved on external storage (such as a PC). This allows you to quickly restore all settings
in the event of a factory reset or device replacement with just a few clicks.

Select from Full Device Configuration or User settings only.

Click Save Configuration to download a copy of your settings, or click Cancel to
return to the previous screen.

o ®
D-Lin
Fimmware Version: DVA-5582_A1_WI_20161221
Home >> System >> Backup Configuration

Status Page admin ~ Logout

Backup Configuration

St i ion to  local,
[Gmuﬂimﬁy«uwrmﬂﬁvwﬂwuﬁaﬂmm

Backup the

ser settings only

COPYRIGHT & 2016 DLINE
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Section 3 - Configuration

Load Configuration File

This screen allows you to restore settings previous backed up using Backup D-Link

Configuration File on page 84. Select Browse and navigate to your configuration P Ve DU 15 AL 121
Home >> System >> Upload Configuration Status Page admin ~ Logout
ﬁ I e . Tpload Configuration [2)
A e e e i e Tt e e g el ®
Note: Uploading a  file will erase

COPYRIGHT & 2016 DLINE

Click Upload to upload your settings and reboot, or click Cancel to return to the
previous screen.
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Section 3 - Configuration

Firmware Upgrade

You can upgrade the firmware of the access point here. Make sure the firmware you D-Link
want to use is on the local hard drive of the computer. Click on Browse to locate the P Vo DU 15 AL 6121
Status Page admin ~ Logout

Home >> System >> Firmware Upgrade

firmware file to be used for the update. e »

Upload Local File Download File from Internet

Current Firmware Version:  DVA-5582_A1_WI_ 20161221

Please select a valid firmware image file to upload. ®

Note: After wploading the new firmware, the device will reboot.

Fimnware Image File: Browsen,

COPYRIGHT & 2016 DLINE

Click Upload to upload your firmware and reboot, or click Cancel to return to the
previous screen.
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Section 3 - Configuration

Diagnostic

You can use diagnostic tools to examine performance and troubleshoot problems
your router may have. This section is for advanced users and network professionals
only and can be safely ignored by a majority of users.

This section contains eight submenus described on the following pages:

UDP Echo on page 88

Ping on page 89

Download on page 90

Upload on page 91

Traceroute on page 92

Interfaces Summary on page 93

CPU Load Memory Usage on page 94
Active Connections on page 95

Click Close to return to the previous menu.

D-Link

Firmware Version: DVA-3382_A1_WI 20161221
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Section 3 - Configuration

UDP Echo

UDP Echo can be used to test the roundtrip times of packets over a network. Enter
the appropriate test parameters

Click Apply to save your changes, or Close to return to the previous menu without
saving.

D-Link

Fimmware Version: DVA-5582_ A1 W1 20161221

=
Home >>Diagnostic >> UDP Echo Status Page admin ~ Logout

TDP Echo

T

Echoplus enabled:
Hostoame or IP Address:
Port

‘Number of Repetitions:
DSCP:

Data Block Size:
Timeout:

Inter Transmission Time:
Interface:

Egress Quene:

o)
&
@
7

@) No

IIU

ii-§
g ¢
H

g
2

Bridge Ethernet WiFi (192.163.11) V|

z
H
<

 Reset UDP Echo Paameters
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Section 3 - Configuration

Ping

The Ping section enables you to run an IPv4 connectivity test.

Click Apply to save your changes, or Close to return to the previous menu without
saving.

D-Link

Finmware Version: DVA-5582_A1_W1 20161221
Home >>Diagnostic >> Ping Status Page admin ~ Logout

Ping )
TP Version: [ Click o sefect the IP version
b s
e st
Data Block Size: Bytes
Interface: | Bridge Ethernet WiFi (192.165.1.1) v/ |
ﬁ Reset Ping Parameters

COPYRIGHT & 2016 D10
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Section 3 - Configuration

This section allows you to measure network performance by downloading a test file

from a URL of your choice.

Download

D-Link

Finmware Version: DVA-5582_A1_W1 20161221
Home >>Diagnostic >> Download Status Page admin ~ Logout
&

Download

Download mode:

(@) Size based (; Time based

2 —
mmrs |
URL: [
Interface: __Bmlg! Ethernet WiFi (192.168.1.1) V|
ﬁ Reset Download Parameters
Click Apply to save your changes, or Close to return to the previous menu without
saving.
90
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Section 3 - Configuration

Upload

This section allows you to measure network performance by uploading a test file
from a URL of your choice.

Click Apply to save your changes, or Close to return to the previous menu without
saving.

D-Link

Fimmware Version: DVA-5582_ A1 W1 20161221

= n
Home >>Diagnostic >> Upload Status Page admin ~ Logout
g

Tpload

Upload mode:
DSCP:

‘Ethemet Pricrity
Test File Length:

URL:

Interface:

(@) Size based (; Time based

O
I
O

Bridge Ethernet WiFi (192.163.L.1) V|

% Reset Upload Parameters

(COPYRIGHT £ 2016 DLIVE.
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Section 3 - Configuration

Traceroute
The Traceroute section enables you to run a traceroute test to see how your traffic D-Link
traverses the Internet. o D552 215
TraceRoute %

Input a Hostname or IP Address and select an interface.

P Vemion: [ Click to selct the IPversion

Masimum Hop Count:

“Number of Tries:
T s
Data Block Size: Bytes
Interface:  [Bridge Ethernet WiFi (192.168.1.1) V|
ﬁ' Reset TraceRoute Parameters

(COPYRIGHT £ 2016 DLIVE.

Click Apply to save your changes, or Close to return to the previous menu without
saving.
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Section 3 - Configuration

Interfaces Summary

This screen displays a complete summary of all interfaces on the router.

Click Close to return to the previous menu.

D-Link

Fimmware Version: DVA-5582_ A1 W1 20161221

L e e — Status Page admin ~ Logout
Tnterfaces Summary [=
®|i Tnterfaces Summary
Mame | Device Name Stas | Neavork] Underlying Device| PVC | VLAX]| Commection Type| Dovnlosd Rate| Upload Rats|  MAC Address | IP Address | SubnetMask
Ethl ethd .Hp LAN ethif 1000FD | 1000ED |de:0b:lashf:13:01
Ethd ethl oﬂown LN ethif de:05: 1 af 13:06)
Ehs eth2 Oumm LAy ethif & 0b: 18 13:07)
Etnd ethi ODan L4y arhif de:Ob: a5 13:08
Bridgel (@ LAN 192168.1.1 [255.255.055.0
WiR11046H)|  wio | (@) Enabled LAN wid wradio 300 300 |dcObilabi13:0
WiFLL2 Wi i Omm.blgd L wio wradio 300 300 | de0b:ladfI3i03
WiFi2166H) | wil | () Enabled LAN wil wradio 1300 1300 [deiObilaib13:04
W22 witd | Puatisd A7 wil wrado 1300 1500 |de:0b:ladf13:05
ATM(E36) amm? ONarc“ammd Generic ami PVC&36 Zri P
EmED e ONmCamumd Generic|  ethtl 836 VLAN 836 e
EdS cns | (@ e Generic ctht edhif 192.168.0.50[255.255.255.0
sz &0 ODUwvr WAN diline
<

(COPYRIGHT 8 2016 DIV
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Section 3 - Configuration

CPU Load Memory Usage

This screen shows the current status of the router's CPU and memory usage.

Click Refresh to update the page, or click Close to return to the previous screen.

D-L

ink

Fimmware Version: DVA-5582_ A1 W1 20161221

Home >>Diagnostic >> System Load

Status Page admin ~ Logout

CPU Load and Memory Usage

CPULoad

System has been up for

1d 7h 16m 175

Memory U

CPU Usage:
CPU Waiting for L0
Number of Processes:

Average CPU Load (1/ 5/ 15 minutes):

016/0.32/0.33

Total Memory:
Free Memory:
Total Swap Memory:

Free Swap Memory:

124796 Kb
63350 Kb
3068 Kb
3068 Kb

COPYRIGHT § 016DV
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Section 3 - Configuration

Active Connections

This screen lists all active connections over all interfaces. It can be used to diagnose
connectivity and unusual traffic activity from you network.

Click Refresh to update the page, or click Close to return to the previous screen.

D-Link

Fimmware Version: DVA-5582_ A1 W1 20161221

Home >> Diagn > Connection Status Summary Status Page admin ~ Logout
Connection Status Summary =
@Ii C Summary (L1 total
# [Protocal 1AN Modem WAN WAN Status | Time To Live (sec.)| Transferred Bytes (TX/RX) | Transferred Packets (TX/RY)| ALG|WAN devic
1 [udp(17)|192.168.1.100:60237] 230.255.255.250:1900 37 50410 n
2| tcp(6) 5423354115:443 |ESTABLISHED 3576 45101592 33 Taterface!
3 |uapan) 230.255.255.250:1900 a4 23710 150
4 [udp17)| 192.168.1.1:36859 230.255.255.250:1000 3 17003/0 380
5 | udp(17)|192.165.1.100:63596 220.220.166.250:53 [ 2700 ) Interfaced
6 |udp(1)| 1921631157769 239255155 250:1900 30 170030 3800
7| tep(s) | 192.168.1.100:7519 5252110.107:443 |ESTABLISHED 378 28701592 33 Tnterfaced
§ |udp(17)| 192.165.1100:63 | 192168.1.100:65 | 255255255.255:67 il 32800 )
9| tep(6) | 192.168.1100:7503 | 192.168.0.50:7503 | 54.210.138.235:443 | ESTABLISHED 3576 2818017 36 =y
10 udp(17) [192.165.1.100:60238 | 192.165.0.50:60238 | 203211 5.118:443 3 1733/1378 211 Tnterfaces
11[udp(17)| 192.168.11:5353 | 192168.11:5353 | 224.0.0251:5353 E) 4380 n
<
copvRIGHT @ 2016 D-10E
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Section 3 - Configuration

Security
The Security section allows you to configure firewall, authentication, and security D.Linl(@
features. This section is for advanced users and network professionals only and can S P A

be safely ignored by a majority of users. Note that improper configuration of these

items could expose your network to attacks over the Internet. s — @ .
)] . )

This section contains three submenus described on the following pages: ' =

Firewall on page 97

DMZ on page 98

COPYRIGHT £ 2016 DLDE.

Captive Portal on page 99

Close to return to the previous screen.
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Section 3 - Configuration

Firewall

This screen allows you to configure the router's built in firewall. Note that disabling
the firewall may expose your network to attacks over the internet and is not
recommended.

D-Link

Firmware Version: DVA-5582_A1 WI 20161221

Firewall Configuration

“

Ensbled: (@) Yes () No

Security Level:

LastChange:  Time: 10:31:24  Date: 21122016

Click Apply to save your changes, or Close to return to the previous menu without
saving.
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Section 3 - Configuration

DMZ

This page allows you to manually configure the router’s DMZ settings. Since some D'Lillk@

applications are not compatible with NAT, the device supports the use of a DMZ IP S P A

address for a single host on the LAN. This IP address is not protected by NAT and it —————

is visible on the Internet with the correct type of software. Note that any client PCin — ]
the DMZ is exposed to various types of security risks. If you use DMZ, take measures A—

(such as client-based virus protection) to protect the remaining client PCs on your

LAN from possible contamination through DMZ. T e o

External Interface: \}:mem‘ over ATM, 8/36 (Dynamic IPv4 Address not assigned) ~

COPYRIGHT 82016 DLDE.

Click Apply to save your changes, or Close to return to the previous menu without
saving.
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Section 3 - Configuration

Captive Portal

This screen allows you to configure a landing page that any unauthenticated device D.Linl(@
on your network will load first before being granted access to the network. S ——

Home >> Security >> Captive Portal Status Page admin  Logout
Captive Portal Y

Enable (@) Yes () No
Enable Connection Down Wamning: () Yes (&) No
Status:  Disabled

i S—

Allowed [P Addresses:

el fe.g. 10.10.10.10)
netaddnimask (e.g. 10.10.10.0724)

Each lins can coniain ons of
)

Intemet Intesface: [ | Ethernet over ATM, 8/36 (Dynamic IPv4 Address not assigned)
[ ] VLAN 836 - PPP - WAN Ethernet (Static IPv4 Address not configured)
[] WAN Ethernet (172.17.5.70)
[] Ethernet over ATM, 0/32 (Dynamic IPv4 Address not assigned)

COPYRIGHT £ 2016 DLDK.

Click Apply to save your changes, or Close to return to the previous menu without
saving.
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Section 3 - Configuration

Modem
The modem section provides configuration options for an external USB modem. D'Lilll(@
It contains the following submenus: oen e
SIM Card on page 101 :
USB Modem on page 102
Operator on page 103

COPYRIGHT @ 2016DIDK.

Close to return to the previous screen.
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Section 3 - Configuration

SIM Card

If you have attached a compatible USB modem and SIM card, information about the T % .
SIM will be displayed on this page. 9!‘11‘1(

Home >> Modem >> SIM Card Status Page admin =~ Logout

SIM Cards Settings B

IMEI Name Active ‘ ‘

COPYRIGHT @ 2016DIDK.

Close to return to the previous screen.
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Section 3 - Configuration

USB Modem

This screen displays a full list of all pre-configured USB 3G/4G modems. Existing
modems may be deleted or mofified. If you wish to attach a new modem, click Add
New USB Modem and follow the on-screen instructions.

Close to return to the previous screen.

D-Link

Firmware Version: DVA-5582_A1_WI_20161221

Home >> Modem >> USB Modem Status Page admin ~ Logout

USB Modems Settings P
Name Mamufactorer | VendorID (hex) | ProductID (hex) | enabled
(@TE)K3770-Z Vodafone 1942 17 Yes E! o
L07a e 1004 6lde Yes E’\ 0
E220, E230, E270, E870 Huawei 12d1 1003 Yes E} Q
EVDO 3G Modem (for Tian¥i) Qtronix 05c7 1000 Yes E! o
HSO device (49201) Option 0afo 031 Yes E’\ 0
L-08C (NTT docomo) LG 1004 6leb Yes E} 0
HSO device (53267) Option 0af0 doi3 Yes = o
PicoPix 1020 Projector Philips 1del 101 Yes E’\ 0
One Touch X020 Alcatel 1c9e 1001 Yes E} 0
Action Mobile 047 0800 ve | [Z169)
LMy Siptu <o wuy EREL R,
K5150 Vodafone 12d1 1116 Yes = o
E3131 T-Mobile 12d1 15ca Yes E’ 0
E3276 SWC Huawei 1241 1597 Yes E". o
E352, E3276, E3351, E3372 Huawei 12d1 Life Yes = o
K5008 Vodafone 12a1 143 Yes E" 0
MF669 ZTE 18d2 0154 Yes = o
MF636 ZTE 1942 2000 Yes E". o
MEF-$31 ITE 1942 1228 Yes E" 0
E369 Huawei 1241 1505 Yes E". o
E3sal Huawei 12d1 15a2 Yes E". o
E3372h-153 Huawei 12a1 15d6 Yes E" 0
OAM New USB Modem
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Section 3 - Configuration

Operator

On this screen you will see the current Layer 2 (L2) interface configuration. Click Add
to add another interface, or Delete to delete the currently selected interface.

Close to return to the previous screen.

D-Link

Fimware Version: DVA-5582_A1_WI_20161221

Home >> Modem >> Operator Status Page admin ~ Logout

Operators Settings -
Name Short Name PLMN Code
Cosmote Internet on the Go GR COSMOTE 20201 B o
VODAFONE Live VODAFONE GR 20208 EI‘ 0
Wind ADSM WIND GR 20209 5] o
Wind ADSM WIND GR 20210 B o
Vodafone Mobiel Internet Vodafone NL 20404 EI‘ 0
KPN Mobiel Internet NLKPN 20408 5] o
T-Mobile Mobiel Internet Telfort NL 20012 ] o—
T-Mobile Mobiel Internet T-Mobile NL 20416 EI‘ 0_
Orange Mobiel Internet Orange NL 20420 5] o
Proximus Mobile Internet BEL PROXIMUS 20601 ] o—
N -
o s
Tnternet Movil Tigo Tigo HN 70802 E". 0
‘Speedy Movil Movistar Movistar PE 71606 LT=J. 0
Tnternet Claro Claro PE 71610 E". 0
ASEMT EMT 24501 E". 0
Elisa Eesti AS Elisa Eesti. 24802 EE’ 0
Tele? Eesti AS Tele2 Eesti 24508 = 0
Orange Telecom Isracl Orange IL 42501 E". 0
Cellcom Israel Ltd Cellcom 42502 EE’ 0
Pelephone Tsrael Pelephone 41503 E". 0
British Telecom Italia BT-Itakia 42000 =) 0
TEST Operator TEST 00101 EE’ 0
Tiscali Tiscali 21201 E". 0
OAA:I New Operator

COPYRIGHT © 2016 DLDK.

D-Link DVA-5582 User Manual

103



Section 3 - Configuration

This screen allows you to configure the 2.4 GHz radio for 802.11n/g/b wireless access.

Click Apply to save your changes, or Close to return to the previous menu without

saving.

WiFi-1.1 (2.4 GHz)

D-Link

Firmware Version: DVA-5582_A1_W1_20161221

Home Status Page admin  Logout

‘Wireless Access Point - WiFi-1.1 (2.4GHz)

“®

Status:

Name (SSID):

Wi-Fi Security Settings-

Enable Wi-Fi Access Point:

Channel:

Up
@® Yes () No

SSID Broadeast:

Security Mode:
WPA Passphrase:

Management Frame Protection:

WiFi Protected Setup.

AP Isolation:

@® Yes O No

O Yes @ No

WPA2 Personal ~
Disabled V

WPS Enabled: (@) Yes () No
Configuration Methods: /] Push Button
Wi-Fi Clients A
Access Controf List:
MAC Addresses: |:|O
—

P Advanced Configuration Start WPS

COPYRIGHT & 2016 D-LNK.
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WiFi-2.1 (5 GHz)

This screen allows you to configure the 5 GHz radio for 802.11ac/n/a wireless access.

Click Apply to save your changes, or Close to return to the previous menu without

saving.

D-Link

Firmware Version: DVA-5582_A1_WI_20161221

Home Status Page admin  Logout

Wireless Access Point - WiFi-2.1 (5GHz)

S

Status:

EE

Manzgement Frame Protection:

Wi Fi Protected Setup

Enable Wi-Fi Access Point: @) Yes () No
S E—
s
Wi-Fi Security Settings-
SSID Broadcast:  (9) Yes () No
APIsolation: () Yes (o) No
Security Mode: _\TPAZ Personal v
T |

Disabled

WPS Enabled: (@) Yes () No
Configuration Methods: [ /] Push Butcon
WiFi Clients A
Access Controf List:
MAC Addresses: : D
==

P Advanced Configuration  p Start WPS
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D-Link DVA-5582 User Manual

105



Section 5 - Connecting to a Wireless Network

Connect a Wireless Client to your Router
WPS Button

The easiest and most secure way to connect your wireless devices to the router is with WPS (Wi-Fi Protected Setup). Most wireless
devices such as wireless adapters, media players, Blu-ray DVD players, wireless printers and cameras will have a WPS button
(or a software utility with WPS) that you can press to connect to the DVA-5582 router. Please refer to your user manual for the
wireless device you want to connect to make sure you understand how to enable WPS. Once you know, follow the steps below:

Step 1 - Press the WPS button on the DVA-5582 for about 1 second. The WiFi LEDs on the front will start to blink orange.

|

il
||||||
[T
Il‘g
[T

WPS Button

Step 2 - Within 2 minutes, press the WPS button on your wireless client (or launch the software utility and start the WPS
process).

Step 3 - Allow up to 1 minute for your connection to be configured. Once the Internet light stops blinking, you will be connected
and your wireless connection will be secure with WPA2.
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Windows® 8
WPA/WPA2

It is recommended that you enable wireless security (WPA/WPA2) on your wireless router or access point before configuring
your wireless adapter. If you are joining an existing network, you will need to know the security key (Wi-Fi password) being used.

To join an existing network, locate the wireless network icon in the z
taskbar next to the time display. v "l

11:35 AM

1/21/2013

Wireless Icon

Clicking on this icon will display a list of wireless networks that are within
connecting proximity of your computer. Select the desired network by

clicking on the network name. Networks

Airplane mode

Off [ |
SWSWSW
ASUS_Guestl
TP-PLC Router

AirPort Express

AirPort Express 5GHz

Book-600M +

DIR-505-Claire

DIR-835-Hans-5
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You will then be prompted to enter the network security key (Wi-Fi
password) for the wireless network. Enter the password into the box

and click Next.

If you wish to use Wi-Fi Protected Setup (WPS) to connect to the router,
you can also press the WPS button on your router during this step to

enable the WPS function.

When you have established a successful connection to a wireless network,
the word Connected will appear next to the name of the network to
which you are connected to.

(© Networks

d-link-07725

Enter the network security key

@ You can also connect
4 .
by pushing the button
on the router.

Cancel

Networks

Airplane mode

Wi-Fi

d-link-07725 Connected
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Windows® 7
WPA/WPA2

It is recommended that you enable wireless security (WPA/WPA2) on your wireless router or access point before configuring
your wireless adapter. If you are joining an existing network, you will need to know the security key or passphrase being used.

1. Click on the wireless icon in your system tray (lower-right corner).

11:21 AM
0/ 7/2009

Wireless Icon

2. The utility will display any available wireless networks in your area. i o |2
fiff] Connections are avilable EH
Wireless Network Connection -
dlink |
kay2690_24 |
AllenH DIR-655 Al
SD6_WLAN o
DAP-2690g M
wpstestl Ll
BEIQ633304WPA2 M
Eddie_APMAS o~

Open Network and Sharing Center
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Section 5 - Connecting to a Wireless Network

3. Highlight the wireless connection with Wi-Fi name (SSID) you would
like to connect to and click the Connect button.

If you get a good signal but cannot access the Internet, check your TCP/
IP settings for your wireless adapter. Refer to the Networking Basics
section in this manual for more information.

4. The following window appears while your computer tries to connect
to the router.

Mot connected i
I:EIIH Connections are available -
Wireless Metwork Connection ~

diink ‘ﬂ];_'
[V] Connect automatically

- kay2690_24 _ 1.ﬂﬂ_ f
james2690g 1.__111
ALPHA =M
dlink 888 _'.ﬂ!!
SD6_WLAN "
DAP-2690qg ol T

Open Metwork and Sharing Center

r'

T;E}f Connect to a Network

Getting information from dlink...
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Section 5 - Connecting to a Wireless Network

5. Enter the same security key or passphrase (Wi-Fi password) that is on
your router and click Connect. You can also connect by pushing the
WPS button on the router.

It may take 20-30 seconds to connect to the wireless network. If the
connection fails, please verify that the security settings are correct. The
key or passphrase must be exactly the same as the one on the wireless
router.

& Connect to a Network Iﬁ
Type the network security key
Security key: |
[] Hide characters
You can also connect by pushing the
butten on the router.
|
— =/
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WPS

The WPS feature of the DVA-5582 can be configured using Windows® 7. Carry out the following steps to use Windows® 7 to
configure the WPS feature:

1. Click the Start button and select Computer from the Start menu.

,;}j@, Paint

E‘r Getting Started —
6 ‘Windows Media Center Rocuments
Calculator

Sticky Notes

% Snipping Tool
% Remote Desktop Connection
Q"‘ Magnifier

IOJ Solitaire

Default Programs

Help and Support
> AllPrograms

[[Search programs and fites

2. Click Network on the left side. i =

‘% )y Computer » ~ | 3 [l| Search Computer P
e —— —
Organize » System properties Uninstall or change a program Map network drive > =~ 0O @
457 Favorites 4 Hard Disk Drives (3)
B Desktop Local Disk (C:) Local Disk (D:)
18 Downloads T —— |~
| = 239 GB free of 10.0 GB S0 227 68 frez o 00 6B
‘] Recent Places
DATA (E)
4 Libraries 37 305 G5 free of 531 G
& [ Documents o —_— s q
4
b g Music evices with Removable Storage (1)

1> &= Pictures
DVD RW Drive ()
- B Videos =

| 418 Computer J
i+ & Local Disk (C3)
I g Local Disk (1)

b =5 DATA (E)

» €l Network
A A100 Workgroup: WORKGROUP Memory: 2.00 GB
{ Processor: Intel(R) Core(TM)2 CPU..
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Section 5 - Connecting to a Wireless Network

3. Double-click the DVA-5582.

4. Input the WPS PIN number (on the router label) in the Setup > Wireless
Setup menu in the Router’s Web Ul) and click Next.

gi ;;G‘; » Network b [ 4 ||| Search Netwerk 1
—_——

Organize *  Networkand Sharing Center  Add aprinter  Add a wireless device

4.7 Favorites el . Computer (1)
L (% Recently Change| .
M Desktop Eg\‘ SP3X3-PC
18 Downloads
%l Recent Places 4 Media Devices (1)

4[4 Libraries a m; SP3X3-PC: SPIC:

& [Z] Documents
b gt Music 4 Network Infrastructure (1)
o [i=] Pictures
> B Videos ‘. DIR-B15

& ) Homegroup

48 Computer
> & Local Disk (C1)
» g Local Disk (D1)
1> 8 Puhlic MASPAX31 T
. 3items
]

4 i, G

Select a file to preview.

S
k- O @

> e ey w— -——— - — —
u @ Set Up a Network

To set up a network, type the 8-digit PIN from the router label

You can find the numeric PIN on a label attached to the
router or in the printed information that came from the
manufacturer,

1]
1<)/
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Section 5 - Connecting to a Wireless Network

5. Type a name to identify the network.

6. To configure advanced settings, click the

Click Next to continue.

(ne )

icon.

@ @ Set Up a Network

Give your network a name

Your network needs a unique name so that it can be easily identified. It is best to keep the name short (25
characters or less) and recognizable.

@ Security-enabled network

Type your network name:
Your network is being set up using WPA2-Personal.

D-Link_Met]

Change passphrase, security level and encryption type (advanced)) ————— \:'

'EH' Upgrade or replace the router using the network settings stered on this computer

@ @_" Set Up a Network

Give your network a name

Your network needs a unique name so that it can be easily identified. It is best to keep the name short (25
characters or less) and recognizable.

¥ Security-enabled network

Type your network name:
Your network is being set up using WPA2-Personal.

D-Link_Met

Change passphrase, security level and encryption type (advanced):

Security key: Security level:
f6mm-gizb-9vmv [WPAZ-PersonaI (Recommended) ']
Connect automatically Encryption type:

[AES (Recommended) ']

'@' Upgrade or replace the router using the network settings stored on this computer
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Section 5 - Connecting to a Wireless Network

7. The following window appears while the Router is being configured.

Wait for the configuration to complete.

8. The following window informs you that WPS on the router has been

set up successfully.

Make a note of the security key as you may need to provide this security
key if adding an older wireless device to the network in the future.

9. Click Close to complete WPS setup.

| Cancel

Q @ Set Up a Network

Setting up D-Link_Net...

—— - — — - -— -

u & Set Up a Netwark

D-Link_Net has been successfully set up

To add an older wireless device to this network, you might need te provide this security key

894g-eyd5-gSwb

You can print these network settings for future reference.

For gaming consoles or computers running Windows XP, copy the network profile to a USE drive for
easier set up.

Close
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Windows Vista®

Windows Vista® users may use the built-in wireless utility. If you are using another company’s wireless utility, please refer to the
user manual of your wireless adapter for help connecting to a wireless network. Most wireless utilities will have a“site survey”
option similar to the Windows Vista® utility as seen below.

If you receive the Wireless Networks Detected bubble, click on the

center of the bubble to access the utility.
Mot Connected
or “l Wireless networks are available.
=
Right-click on the w[reless computer icon in your system tray (lower-right ety ik
corner next to the time). Select Connect to a network. Network and Sharing Center
Til 1401 PiM
- ] |:""_‘_ Friday
4 81772007
The utility will display any available wireless networks in your area. Click ——cr——
on a network (displayed using the SSID) and click the Connect button. P e
If you get a good signal but cannot access the Internet, check you Pisconnectorcennectto snemner netork
TCP/IP settings for your wireless adapter. Refer to the Networking Basics show 88 J
section in this manual for more information. Ky vopres Unsecured network all
Vﬁ, diink Hhsectiedetiark il

i 5
&- tuesday Security-enabled network !!JJJ |

Set up a cennection or network
Open Metwork and Sharing Center
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WPA/WPA2

It is recommended that you enable wireless security (WPA/WPA2) on your wireless router or access point before configuring
your wireless adapter. If you are joining an existing network, you will need to know the security key or passphrase being used.

1. Open the Windows Vista® Wireless Utility by right-clicking on the

wireless computer icon in your system tray (lower right corner of [
screen). Select Connect to a network.

Mot Connected
E. Wireless networks are available.

Connect to a network
Metwork and Sharing Center

?il LU Fivl

- T - Foday

L

M 8/17/2007

2. Highlight the Wi-Fi name (SSID) you would like to connect to and
click Connect.

(=l
) _i:“ Connect to a network
Disconnect or connect to another network
Show (Al -
-ﬁ' VOIPtest Unsecured network EEJJJ
_ﬁ, dlink Unsecured network

_&‘ tuesday Security-enabled network

11l
E

« [

Set up a connection or network
Open Network and Sharing Center
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3. Enterthe same security key or passphrase (Wi-Fi password) that is on
your router and click Connect.

It may take 20-30 seconds to connect to the wireless network. If the
connection fails, please verify that the security settings are correct. The
key or passphrase must be exactly the same as the one on the wireless
router.

e

@ ? Connect to a network

Type the network security key or passphrase for Candy

The person who setup the network can give you the key or passphrase.

Security key or passphrase:

[ Display characters

s [fyouhave a USE flach drive with network settings for Candy, insert it now.
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Windows® XP

Windows® XP users may use the built-in wireless utility (Zero Configuration Utility). The following instructions are for Service
Pack 2 users. If you are using another company’s utility, please refer to the user manual of your wireless adapter for help with
connecting to a wireless network. Most utilities will have a“site survey” option similar to the Windows® XP utility as seen below.

If you receive the Wireless Networks Detected bubble, click on the
center of the bubble to access the utility.

or

Right-click on the wireless computer icon in your system tray (lower-right
corner next to the time). Select View Available Wireless Networks.

The utility will display any available wireless networks in your area. Click
on a Wi-Fi network (displayed using the SSID) and click the Connect
button.

If you get a good signal but cannot access the Internet, check you
TCP/IP settings for your wireless adapter. Refer to the Networking Basics
section in this manual for more information.

671 Wireless networks detected x

One or more wireless networks are in range of this computer.,
To see the list and connect, dlick this message

Change Windows Firewall settings

Open Network Connections

Repair

Yiew Available Wireless Networks

'3 Wireless Network Connection 6

Network Tasks

% Refresh network list

Related Tasks

i) Learn about wireless
networking

¢ Change the order of
preferred networks

(3 Change advanced
settings

Choose a wireless network

Click an item in the list below to connect to a wireless network in range or to get more
information.

Test

(“ﬁ))
Unsecured wireless network II]["]“
((ﬁ)) default
Unsecured wireless network I[l[l[l[l
((ﬁ)) salestest
5 Security-enabled wireless netwark l.uuu
(

y  testl

ﬁ Seaurity-enabled wirelessnetwork ~ #lllL

This network requires a network key. If you want to connect to this

network, dick Connect.

DGL-4300

(iﬁ})

=

=
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WPA/WPA2

It is recommended to enable WPA on your wireless router or access point before configuring your wireless adapter. If you are
joining an existing network, you will need to know the WPA key being used.

1. Open the Windows® XP Wireless Utility by right-clicking on the wireless
computer icon in your system tray (lower-right corner of screen). Select Change Windows Firewall settings
View Available Wireless Networks. Open Metwork Connections

Repair
Yiew Available Wireless Networks

2. Highlight the Wi-Fi network (SSID) you would like to connect to and (7 Wireless Network Connection 6 ]
click Connect. Metwork Toii Choose a wireless network
g Refresh network list Click an item in the list below to connect to a wireless network in range or to get more
information.
< set ! twork Test ha’
=2 for 2 home ar smal offce (‘ﬁ’)
Unsecured wireless netwark I[l['[lﬂ
Related Tasks ({i)) defaule 3
\‘l.) Learn about wireless Unsecured wireless netwark l[l[luu
networking ({ )) salestest
ﬂiﬂ Change the order of ﬁ . =
preferred networks ¥ Security-enabled wireless network l.n[lﬂ

;y testl

'@w Change advanced
settings

ﬁ Security-enabled wireless network

This network requires a network key. If you want to connect to this

network, dick Connect.

DGL-4300

(fi))

(E3

an
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3. The Wireless Network Connection box will appear. Enter the WPA-
PSK Wi-Fi password and click Connect.

It may take 20-30 seconds to connect to the wireless network. If the
connection fails, please verify that the WPA-PSK settings are correct. The
Wi-Fi password must be exactly the same as on the wireless router.

Wireless Network Connection EI

The network 'test1' requires a network key (also called a WEP key or WPA key). A network
key helps prevent unknown intruders from connecting to this netwaork.

Type the key, and then dick Cannect.

Metwork key: | | |

Connect ] [ Cancel ]
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Troubleshooting

This chapter provides solutions to problems that can occur during the installation and operation of the DVA-5582. Read the
following descriptions if you are having problems. The examples below are illustrated in Windows® XP. If you have a different
operating system, the screenshots on your computer will look similar to these examples.

1. Why can’t | access the web-based configuration utility?

When entering the IP address of the D-Link router (192.168.0.1 for example), you are not connecting to a website, nor do you
have to be connected to the Internet. The device has the utility built-in to a ROM chip in the device itself. Your computer must
be on the same IP subnet to connect to the web-based utility.

« Make sure you have an updated Java-enabled web browser. We recommend the following:

- Microsoft Internet Explorer® 7 or higher
- Mozilla Firefox 3.5 or higher

- Google™ Chrome 8 or higher

- Apple Safari 4 or higher

- Verify physical connectivity by checking for solid link lights on the device. If you do not get a solid link light, try using a
different cable, or connect to a different port on the device if possible. If the computer is turned off, the link light may not
be on.

- Disable any Internet security software running on the computer. Software firewalls such as ZoneAlarm, BlackICE, Sygate,
Norton Personal Firewall, and Windows™ XP firewall may block access to the configuration pages. Check the help files included
with your firewall software for more information on disabling or configuring it.
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- Configure your Internet settings:

 Go to Start > Settings > Control Panel. Double-click the Internet Options Icon. From the Security tab, click
the button to restore the settings to their defaults.

- Click the Connection tab and set the dial-up option to Never Dial a Connection. Click the LAN Settings button.
Make sure nothing is checked. Click OK.

« Go to the Advanced tab and click the button to restore these settings to their defaults. Click OK three times.

« Close your web browser (if open) and open it.

« Access the web management. Open your web browser and enter the IP address of your D-Link router in the address bar. This
should open the login page for your web management.

« If you still cannot access the configuration, unplug the power to the router for 10 seconds and plug back in. Wait about 30
seconds and try accessing the configuration. If you have multiple computers, try connecting using a different computer.

2. What can I do if | forgot my password?
If you forgot your password, you must reset your router. This process will change all your settings back to the factory defaults.
To reset the router, locate the reset button (hole) on the rear panel of the unit. With the router powered on, use a paperclip

to hold the button down for 10 seconds. Release the button and the router will go through its reboot process. Wait about 30
seconds to access the router. The default IP address is 192.168.1.1. When logging in, leave the password box empty.
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3. Why can’t | connect to certain sites or send and receive emails when connecting through my router?

If you are having a problem sending or receiving email, or connecting to secure sites such as eBay, banking sites, and Hotmail,
we suggest lowering the MTU in increments of ten (Ex. 1492, 1482, 1472, etc).

To find the proper MTU Size, you'll have to do a special ping of the destination you're trying to go to. A destination could be
another computer, or a URL.

« Click on Start and then click Run.

« Windows® 95, 98, and Me users type in command (Windows® NT, 2000, XP, Vista®, and 7 users type in cmd) and
press Enter (or click OK).

« Once the window opens, you'll need to do a special ping. Use the following syntax:

ping [url] [-f] [-]] [MTU value]

C=~>ping vyahoo.com —f -1 1482

Pinging yahoo.com [66.74.234.131 with 1482 bhytes of data:

Packet needs to he fragmented but DF set.

- ni f_ Packet needs to bhe fragmented but DF set.
Example' plng yahoo‘com f |1472 Packet needs to he fragmented but DF set.

Packet needs to bhe fragmented but DF set.

Fing statistics for 66.94.234_13:
Packets: Sent = 4, Recedived = B, Lost = 4 (1688x loss),

You should start at 1472 and work your way down by et R igmgilg;i:;gngﬂaw u getafragmented
packet. Take that value and add 28 to the value to accc iy that 1452 was the

C=~>ping vyahoo.com —f -1 1472
Pinging yahoo.com [66.974.234.131 with 1472 bytes of data:

Reply from 66.94.234.13: bytes=1472 time=?3ms TIL=52

Reply from 66.94.234.13: bytes=1472 time=10%ms TTL=52
Reply from 66.94.234.13: bytes=1472 time=125ms TTL=52
Reply from 66.94.234.13: bytes=1472 time=203ms TTL=52

Fing statistics for 66.94.234_13:

Packet=z: Sent = 4, Recedived = 4, Lost = B (Bx loss>,
Approximate round trip times in milli—seconds:

Hinimum = 93ms,. Maximum = 283ms, fAverage = 132ns

Can

D-Link DVA-5582 User Manual 124



Section 6 - Troubleshooting

proper value, the actual MTU size would be 1480, which is the optimum for the network we're working with (1452+28=1480).

Once you find your MTU, you can now configure your router with the proper MTU size.

To change the MTU rate on your router follow the steps below:

« Open your browser, enter the IP address of your router (192.168.1.1) and click OK.

« Enter your username (admin) and password (blank by default). Click OK to enter the web configuration page
for the device.

- Click on Setup and then click Manual Configure.
- To change the MTU, enter the number in the MTU field and click Save Settings to save your settings.

- Test your email. If changing the MTU does not resolve the problem, continue changing the MTU in increments
of ten.
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Wireless Basics

D-Link wireless products are based on industry standards to provide easy-to-use and compatible high-speed wireless
connectivity within your home, business, or public access wireless networks. Strictly adhering to the IEEE standard, the D-Link
wireless family of products will allow you to securely access the data you want, when, and where you want it. You will be able
to enjoy the freedom that wireless networking delivers.

A wireless local area network (WLAN) is a cellular computer network that transmits and receives data with radio signals instead
of wires. Wireless LANs are used increasingly in both home and office environments, and public areas such as airports, coffee
shops and universities. Innovative ways to utilize WLAN technology are helping people work, and communicate more efficiently.
Increased mobility and the absence of cabling and other fixed infrastructure have proven to be beneficial for many users.

Wireless users can use the same applications they use on a wired network. Wireless adapter cards used on laptop and desktop
systems support the same protocols as Ethernet adapter cards.

Under many circumstances, it may be desirable for mobile network devices to link to a conventional Ethernet LAN in order to
use servers, printers or an Internet connection supplied through the wired LAN. A Wireless Router is a device used to provide
this link.
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What is Wireless?

Wireless or Wi-Fi technology is another way of connecting your computer to the network without using wires. Wi-Fi uses radio
frequency to connect wirelessly so you have the freedom to connect computers anywhere in your home or office network.

Why D-Link Wireless?

D-Link is the worldwide leader and award winning designer, developer, and manufacturer of networking products. D-Link
delivers the performance you need at a price you can afford. D-Link has all the products you need to build your network.

How does wireless work?

Wireless works similarly to how cordless phones work, through radio signals that transmit data from one point A to point B.
But wireless technology has restrictions as to how you can access the network. You must be within the wireless network range
area to be able to connect your computer. There are two different types of wireless networksl: Wireless Local Area Network
(WLAN), and Wireless Personal Area Network (WPAN).

Wireless Local Area Network (WLAN)

In a wireless local area network, a device called an Access Point (AP) connects computers to the network. The access point
has a small antenna attached to it, which allows it to transmit data back and forth over radio signals. With an indoor access
point the signal can travel up to 300 feet. With an outdoor access point the signal can reach out up to 30 miles to serve places
like manufacturing plants, industrial locations, university and high school campuses, airports, golf courses, and many other
outdoor venues.

Wireless Personal Area Network (WPAN)

Bluetooth is the industry standard wireless technology used for WPAN. Bluetooth devices in WPAN operate in a range up to
30 feet away.
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Compared to WLAN the speed and wireless operation range are both less than WLAN, but in return it doesn’t use nearly as
much power. This makes it ideal for personal devices, such as mobile phones, PDAs, headphones, laptops, speakers, and other
devices that operate on batteries.

Who uses wireless?

Wireless technology as become so popular in recent years that almost everyone is using it, whether it's for home, office, business,
D-Link has a wireless solution for it.

Home Uses/Benefits
- Gives everyone at home broadband access
« Surf the web, check email, instant message, etc.
« Gets rid of the cables around the house
- Simple and easy to use

Small Office and Home Office Uses/Benefits
- Stay on top of everything at home as you would at office
- Remotely access your office network from home
« Share Internet connection and printer with multiple computers
« No need to dedicate office space
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Where is wireless used?

Wireless technology is expanding everywhere, not just at home or office. People like the freedom of mobility and it's becoming
so popular that more and more public facilities now provide wireless access to attract people. The wireless connection in public
places is usually called “hotspots”.

Using a D-Link Cardbus Adapter with your laptop, you can access the hotspot to connect to the Internet from remote locations
like: Airports, Hotels, Coffee Shops, Libraries, Restaurants, and Convention Centers.

Wireless network is easy to setup, but if you're installing it for the first time it could be quite a task not knowing where to start.
That's why we've put together a few setup steps and tips to help you through the process of setting up a wireless network.

Tips

Here are a few things to keep in mind, when you install a wireless network.

Centralize your router or Access Point

Make sure you place the router/access point in a centralized location within your network for the best performance. Try to
place the router/access point as high as possible in the room, so the signal gets dispersed throughout your home. If you have

a two-story home, you may need a repeater to boost the signal to extend the range.

Eliminate Interference

Place home appliances such as cordless telephones, microwaves, and televisions as far away as possible from the router/access
point. This would significantly reduce any interference that the appliances might cause since they operate on same frequency.

Security

Don't let your next-door neighbors or intruders connect to your wireless network. Secure your wireless network by turning on
the WPA or WEP security feature on the router. Refer to the product manual for detail information on how to set it up.
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Wireless Modes

There are basically two modes of networking:

- Infrastructure - All wireless clients will connect to an access point or wireless router.

« Ad-Hoc - Directly connecting to another computer for peer-to-peer communication using wireless network
adapters on each computer, such as two or more DVA-5582 wireless network Cardbus adapters.

An Infrastructure network contains an Access Point or wireless router. All the wireless devices, or clients, will connect to the
wireless router or access point.

An Ad-Hoc network contains only clients, such as laptops with wireless cardbus adapters. All the adapters must be in Ad-Hoc
mode to communicate.
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Networking Basics

Check your IP address

After you install your new D-Link adapter, by default, the TCP/IP settings should be set to obtain an IP address from a DHCP
server (i.e. wireless router) automatically. To verify your IP address, please follow the steps below.

Click on Start > Run. In the run box type emd and click OK. (Windows® 7/Vista® users type cmd in the Start Search box.)

At the prompt, type ipconfig and press Enter.
e C:\WINDOWS\system 32\cmd.exe

This will display the IP address, subnet mask, and the  KERtoShtwtHR M T aald H e

default gateway of your adapter.
C:~Documents and Settings>ipconfig
If the addressis 0.0.0.0, check your adapterinstallation, |ZEUECREECIIEEREIELY
security settings, and the settings on your router.
Some firewall software programs may block a DHCP

Ethernet adapter Local Area Connection:

Connection—specific DNS Suffix . : dlink

request on newly installed adapters. Submet Mack . L1l llllli L 3057505 2550
- 18.5.7.1

Default Gateway

C:-“Documents and Settings>_
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Statically Assign an IP address

If you are not using a DHCP capable gateway/router, or you need to assign a static IP address, please follow the steps below:

Step 1

Windows® 7 - Click on Start > Control Panel > Network and Internet > Network and Sharing Center.

Windows Vista® - Click on Start > Control Panel > Network and Internet > Network and Sharing Center > Manage Network
Connections.

Windows® XP -  Click on Start > Control Panel > Network Connections.

Windows® 2000 - From the desktop, right-click My Network Places > Properties.

Step 2
Right-click on the Local Area Connection which represents your network adapter and select Properties.

Step 3
Highlight Internet Protocol (TCP/IP) and click Properties.

Step 4
Click Use the following IP address and enter an IP address that is on the same subnet as your network or the LAN IP address
on your router.

Internet Protocol (TCP/IP) Properties

Example: If the router’s LAN IP address is 192.168.0.1, make your IP address 192.168.0.X
where X is a number between 2 and 99. Make sure that the number you chOOSe is NOT || . ... st sesred stomatcat st et eppote
in use on the network. Set the Default Gateway the same as the LAN IP address of your || i seii S, reso sksouretwot simnstorie
router (I.E. 192.168.0.1).

General

() Obtain an IP address automatically
(&) Use the following IP address

Set Primary DNS the same as the LAN IP address of your router (192.168.0.1). The i FERETNCA
Secondary DNS is not needed or you may enter a DNS server from your ISP. s

Drefault gateway: \m_l

Step 5 e
. . . (&) Use the following DNS server a ddresses: :
CIICk OK tWICe to save your Settlngs- Prefered DNS server: ‘_-192_ 166 ﬂm.“f“!
Alternate DNS server: [ wwm _J
Advance d
DK- s EanCEI =
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Wireless Security

This section will show you the different levels of security you can use to protect your data from intruders. The DVA-5582 offers the
following types of security:

« WPA2 (Wi-Fi Protected Access 2) « WPA2-PSK (Pre-Shared Key)
« WPA (Wi-Fi Protected Access) « WPA-PSK (Pre-Shared Key)

What is WPA?

WPA (Wi-Fi Protected Access), is a Wi-Fi standard that was designed to improve the security features of WEP (Wired Equivalent Privacy).
The 2 major improvements over WEP:

- Improved data encryption through the Temporal Key Integrity Protocol (TKIP). TKIP scrambles the keys using a hashing
algorithm and by adding an integrity-checking feature, ensures that the keys haven’t been tampered with. WPA2 is based
on 802.11i and uses Advanced Encryption Standard (AES) instead of TKIP.

- User authentication, which is generally missing in WEP, through the extensible authentication protocol (EAP). WEP
regulates access to a wireless network based on a computer’s hardware-specific MAC address, which is relatively simple
to be sniffed out and stolen. EAP is built on a more secure public-key encryption system to ensure that only authorized
network users can access the network.

WPA-PSK/WPA2-PSK uses a passphrase or key to authenticate your wireless connection. The key is an alpha-numeric password between
8 and 63 characters long. The password can include symbols (17*&_) and spaces. This key must be the exact same key entered on your
wireless router or access point.

WPA/WPA?2 incorporates user authentication through the Extensible Authentication Protocol (EAP). EAP is built on a more secure public
key encryption system to ensure that only authorized network users can access the network.
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Technical Specifications

Device Interfaces
+  OneRJ-11 xDSL port

+  One 10/100/1000 Gigabit Ethernet WAN port

« 802.11 ac/n/g/b Wireless LAN

«  Four 10/100/1000 Gigabit EthernetLAN ports1

«  Two USB 2.0 ports
«  Two FXS VolIP ports
«  WPS Button

- Power Switch

«  Power Connector

Antenna Configuration

« 2.4 GHz: Two internal MIMO antennas
+ 5 GHz: Three internal MIMO antennas
Data Signal Rate

« 2.4 GHz: 300 Mbps

+  5GHz: 1300 Mbps

Standards

- |EEE 802.11ac
- |EEE802.11n
- |EEE802.11g
- |EEE802.11b
- |EEE802.3

- |EEE 802.3u

- |EEE 802.3ab
- |EEE 802.3az
- |EEE 802.3x

ADSL Features

. T1.413i2,G.992.1

«  G.dmt, G.992.2, G.lite
«  G.992.3 (G.bis/ADSL2)

G.992.5 (ADSL2+)
« ITU G.994.1 (G.hs)
« AnnexL (Reach Extended ADSL2)

VDSL Features
« ITU-T G.993.2VDSL2
Supports 8b, 12a, 12b, 17a profiles
« Supports G.vector
« Supports ATM and PTM
+  Supports G.INP
«  Supports ATM forum UNI3.0, 3.1 and 4.0 permanent virtual circuits
(PVCs)
Supports CBR, UBR, VBR-rt, VBR-nrt
«  Supports multiple PVCs
Supports ITU-T i.610F4/F5 OAM

Network Protocols
RFC2684 multiprotocol Encapsulation over ATM Adaptation Layer 5
«  RFC1483 multiprotocol Encapsulation over ATM Adaptation Layer 5
« RFC2364 PPP over ATM ALL5 (PPPoA)
« RFC2516 PPP over Ethernet (PPPoOE)
« RFC1662 PPP in HDLC-like Framing
« RFC1332 PPP Internet Protocol Control Protocol
RFC1577/2225 Classical IP and ARP over ATM (IPoA)
« RFC894 A Standard for the Transmission of IP Datagrams over Ethernet
Networks
RFC1042 A standard for the Transmission of IP Datagrams over IEEE
802 Networks
« MER (a.k.a IP over Ethernet over AAL5)
+  Support ALG (Application Level Gateways)

Routing Features
RFC768 User Datagram Protocol (UDP)
« RFC791 Internet Protocol (IP)
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RFC792 Internet Control Message Protocol (ICMP)
RFC793 Transmission Control Protocol (TCP)
RFC826 An Ethernet Address Resolution Protocol (ARP)
RFC862 Echo Protocol
Support IP routing
Support for transparent bridging
Support for source and destination routing
Support for port forwarding
Support for Dynamic DNS
Support for DNS as Client/Relay
Support for DNS fallback
Support for DHCP server/client
Support for UPnP
Support for NAT,NAPT
Support for DMZ
Support for IP QoS
Support for IGMP proxy
Support for IPv6
Support for VPN Passthrough
IPSec, L2TP, PPTP client

Voice-over-IP (VolP) Features

Media Transport and Control

- RTP/RTCP
G.711,G.729,G.726

- T.38FAXrelay

Signalling
SIP 2.0
- SDP

« In-band (voice encoded) or out-of-.band (over RTP) transport of
DTMF signaling

Supplementary Services
CLIP, CNIP, CLIR
Call Forwarding

« CallHold / Resume

« Call Waiting / Call Transfer
«  MWI

- Dial plan

Management Features

Device Configuration, Management and Update

Web based GUI

Embedded web server

Command Line Interface via serial port, telnet, or SSH

SNMP v1/v2

PSI configuration file upload and download

Menu-driven CLI via serial port or telnet

Universal Plug and Play (UPnP) Internet Gateway Device (IGDv1.0)
WAN Management Protocol (TR-069)

Date/time update from SNTP Internet Time Server

Security Features

Service access control based on incoming interface: WAN or LAN
Service access control based on source IP addresses

PAP (RFC1334), CHAP (RFC1994), MSCHAPv1, MSCHAPv2 for PPP
session (PPPoE, PPPoA)

Stateful Packet Inspection (SPI) Firewall

« IP Fragment Overlap Protection Protects from DOS attacks from

WAN: SYN flooding, IP surfing, Ping of Death, fragile, UDP ECHO
(port 7), Tear Drop, Land, Smurf, Unreachable

- |P filter, Parental control, Access Control

Dimensions

210x 170 x49.5 mm (8.28 x 6.69 x 1.95 in)

Weight

520g(10.34 0z)
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Power Supply
12VDC,2.0A

Temperature
Operating: 5 to 40 °C (41 to 104 °F)
« Storage:-20to 70 °C (-4 to 149 °F)

Humidity
«  Operating: 10% to 95% non-condensing
« Storage: 5% to 95% non-condensing

Certifications

- CE

+  RoHS

«  Wi-Fi Certified
«  WPS Setup
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e

Frequency Band(s) Max. Output Power (EIRP)
Frequenzband Max. Output Power
Fréquence bande(s) Consommation d’énergie max.
Bandas de Frecuencia Potencia maxima de Salida
Frequenza/e Potenza max. Output
Frequentie(s) Max. Output Power
5.15-5.25GHz 200 mW

5G 5.25-5.35GHz 200 mW
5.47 - 5.725 GHz TW

24G 2.4 -2.4835 GHz 100 mW
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European Community Declaration of Conformity:

Timto D-Link Corporation prohlasuje, Ze tento produkt, jeho pfislusenstvi a software jsou v souladu se smérnici
Cesky [Czech] 2014/53/EU. Cely text ES prohlaseni o shodé vydaného EU a o firmwaru produktu Ize stdhnout na strankach k
produktu www.dlink.com.

D-Link Corporation erklzerer herved, at dette produkt, tilbehgr og software er i overensstemmelse med direktiv
Dansk [Danish] 2014/53/EU. Den fulde tekst i EU-overensstemmelseserklaeringen og produktfirmware kan wnloades fra
produktsiden hos www.dlink.com.

Hiermit erklart die D-Link Corporation, dass dieses Produkt, das Zubehor und die Software der Richtlinie 2014/53/
EU entsprechen. Der vollstandige Text der Konformitatserklarung der Europaischen Gemeinschaft sowie die
Firmware zum Produkt stehen Ihnen zum Herunterladen von der Produktseite im Internet auf www.dlink.com zur
Verfligung.

Deutsch [German]

Kaesolevaga kinnitab D-Link Corporation, et see toode, tarvikud ja tarkvara on kooskélas direktiiviga 2014/53/EL.
Eesti [Estonian] Euroopa Liidu vastavusdeklaratsiooni taistekst ja toote plsivara on allalaadimiseks saadaval tootelehel www.dlink.
com.

Hereby, D-Link Corporation, declares that this product, accessories, and software are in compliance with directive
English 2014/53/EU. The full text of the EU Declaration of Conformity and product firmware are available for download
from the product page at www.dlink.com

Por la presente, D-Link Corporation declara que este producto, accesorios y software cumplen con las directivas
Espanol [Spanish] 2014/53/UE. El texto completo de la declaraciéon de conformidad de la UE y el firmware del producto estan
disponiblesy se pueden descargar desde la pagina del producto en www.dlink.com.

Me tnv mapovoa, n D-Link Corporation dnAwvel 6Tt auto To TPOIdY, Ta a&ECOUAP Kal TO AOYIOUIKO
OUUHOop@wWVovTal e TNV Odnyia 2014/53/EE. To mApeC Keipevo TN SrAwong cupuodpPwong NG EE kat to
UAIKOAOYIOUIKO TOU TTPoidvTOoG eival SiaBéoiua yia Ajn and tn oelida tou mpoidvtog otnv tonobecia www.dlink.
com.

EMNnvikn [Greek]

Par les présentes, D-Link Corporation déclare que ce produit, ces accessoires et ce logiciel sont conformes aux
Francais [French] directives 2014/53/UE.Le texte complet de la déclaration de conformité de I'UE et le icroprogramme du produit
sont disponibles au téléchargement sur la page des produits a www.dlink.com.

Con la presente, D-Link Corporation dichiara che questo prodotto, i relativi accessori e il software sono conformi
Italiano [Italian] alla direttiva 2014/53/UE. Il testo completo della dichiarazione di conformita UE e il firmware del prodotto sono
disponibili per il download dalla pagina del prodotto su www.dlink.com.
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Ar 30 uznémums D-Link Corporation apliecina, ka 3is produkts, piederumi un programmatura atbilst direktivai
Latviski [Latvian] 2014/53/ES. ES atbilstibas deklaracijas pilno tekstu un produkta aparatprogrammaturu var lejupieladét attieciga
produkta lapa vietné www.dlink.com.

Siuo dokumentu,,D-Link Corporation” pareiskia, kad $is gaminys, priedai ir programiné jranga atitinka direktyva
Lietuviy [Lithuanian] 2014/53/ES. Visg ES atitikties deklaracijos tekstg ir gaminio programine aparatine jrangg galima atsisiysti iS gaminio
puslapio adresu www.dlink.com.

Hierbij verklaart D-Link Corporation dat dit product, accessoires en software voldoen aan de richtlijnen 2014/53/
Nederlands [Dutch] EU. De volledige tekst van de EU conformiteitsverklaring en productfirmware is beschikbaar voor download van de
productpagina op www.dlink.com.

Bil-prezenti, D-Link Corporation tiddikjara li dan il-prodott, I-accessorji, u s-software huma konformi mad-Direttiva
Malti [Maltese] 2014/53/UE. Tista' tnizzel it-test shih tad-dikjarazzjoni ta’ konformita tal-UE u I-firmware tal-prodott mill-pagna tal-
prodott fug www.dlink.com.

Ezennel a D-Link Corporation kijelenti, hogy a jelen termék, annak tartozékai és szoftvere megfelelnek a 2014/53/
Magyar [Hungarian] EU sz. rendeletek rendelkezéseinek. Az EU Megfeleléségi nyilatkozat teljes szovege és a termék firmware a termék
oldalardl tolthetd le a www.dlink.com cimen.

D-Link Corporation niniejszym o$wiadcza, ze ten produkt, akcesoria oraz oprogramowanie s zgodne z
Polski [Polish] dyrektywami 2014/53/EU. Peten tekst deklaracji zgodnosci UE oraz oprogramowanie sprzetowe do produktu
mozna pobrac na stronie produktu w witrynie www.dlink.com.

Desta forma, a D-Link Corporation declara que este produto, os acessorios e o software estao em conformidade

Portugués [Portuguese] com a diretiva 2014/53/UE. O texto completo da declara¢ao de conformidade da UE e do firmware

Podjetje D-Link Corporation s tem izjavlja, da so ta izdelek, dodatna oprema in programnska oprema skladni z
Slovensko[Slovenian] direktivami 2014/53/EU. Celotno besedilo izjave o skladnosti EU in vdelana programska oprema sta na voljo za
prenos na strani izdelka na www.dlink.com.

Spolo¢nost D-Link tymto vyhlasuje, ze tento produkt, prislusenstvo a softvér su v sulade so smernicou 214/53/
Slovensky [Slovak] EU. UpIné znenie vyhlasenia EU o zhode a firmvéri produktu su k dispozicii na prevzatie zo stranky produktu www.
dlink.com.

D-Link Corporation taten vakuuttaa, etta tama tuote, lisavarusteet ja ohjelmisto ovat direktiivin 2014/53/EU
Suomi [Finnish] vaatimusten mukaisia. Taydellinen EU-vaatimustenmukaisuusvakuutus samoin kuin tuotteen laiteohjelmisto ovat
ladattavissa osoitteesta www.dlink.com.
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D-Link Corporation forsakrar harmed att denna produkt, tillbehdr och programvara 6verensstammer med
Svenska[Swedish] direktiv 2014/53/EU. Hela texten med EU-forsakran om 6verensstammelse och produkt-firmware kan hamtas fran
produktsidan pa www.dlink.com.

Hér med lysir D-Link Corporation pvi yfir ad pessi vara, fylgihlutir og hugbunadur eru i samraemi vid tilskipun
islenska [Icelandic] 2014/53/EB. Saekja ma ESB-samraemisyfirlysinguna i heild sinni og fastbinad vorunnar af vefsidu vérunnar 4 www.
dlink.com.

Herved erklaerer D-Link Corporation at dette produktet, tilbeharet og programvaren er i samsvar med direktivet
Norsk [Norwegian] 2014/53/EU. Den fullstendige teksten i EU-erklaering om samsvar og produktets fastvare er tilgjengelig for
nedlasting fra produktsiden pa www.dlink.com.

Warning Statement:
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NOTICE OF WIRELESS RADIO LAN USAGE IN THE EUROPEAN COMMUNITY (FOR WIRELESS PRODUCT ONLY):

This device is restricted to indoor use when operated in the European Community using channels in the 5.15-5.35 GHz band to reduce the
potential for interference.

This device is a 2.4 GHz wideband transmission system (transceiver), intended for use in all EU member states and EFTA countries. This
equipment may be operated in AL, AD, BE, BG, DK, DE, FI, FR, GR, GW, IS, IT, HR, LI, LU, MT, MK, MD, MC, NL, NO, AT, PL, PT, RO, SM, SE, RS, SK, ES,
Cl, HU, and CY.

Usage Notes:

To remain in conformance with European National spectrum usage regulations, frequency and channel limitations will be applied on the
products according to the country where the equipment will be deployed.

This device is restricted from functioning in Ad-hoc mode while operating in 5 GHz. Ad-hoc mode is direct peer-to-peer communication
between two client devices without an Access Point.

Access points will support DFS (Dynamic Frequency Selection) and TPC (Transmit Power Control) functionality as required when operating in
5 GHz band within the EU.

Please refer to the product manual or datasheet to check whether your product uses 2.4 GHz and/or 5 GHz wireless.

HINWEIS ZUR VERWENDUNG VON DRAHTLOS-NETZWERK (WLAN) IN DER EUROPAISCHEN GEMEINSCHAFT ( NUR FUR
EIN DRAHTLOSES PRODUKT)

Der Betrieb dieses Gerats in der Europdischen Gemeinschaft bei Nutzung von Kanalen im 5,15-5,35 GHz Frequenzband ist ausschliel3lich auf
Innenraume beschrankt, um das Interferenzpotential zu reduzieren.

Bei diesem Gerat handelt es sich um ein zum Einsatz in allen EU-Mitgliedsstaaten und in EFTA-Landern - ausgenommen Frankreich. Der
Betrieb dieses Gerats ist in den folgenden Landern erlaubt: AL, AD, BE, BG, DK, DE, FI, FR, GR, GW, IS, IT, HR, LI, LU, MT, MK, MD, MC, NL, NO, AT,
PL, PT, RO, SM, SE, RS, SK, ES, Cl, HU, CY

Gebrauchshinweise:

Um den in Europa geltenden nationalen Vorschriften zum Nutzen des Funkspektrums weiterhin zu entsprechen, werden Frequenz und
Kanalbeschrankungen, dem jeweiligen Land, in dem das Gerat zum Einsatz kommt, entsprechend, auf die Produkte angewandt.

Die Funktionalitat im Ad-hoc-Modus bei Betrieb auf 5 GHz ist fiir dieses Gerat eingeschrankt. Bei dem Ad-hoc-Modus handelt es sich um eine
Peer-to-Peer-Kommunikation zwischen zwei Client-Geraten ohneeinen Access Point.

Access Points unterstiitzen die Funktionen DFS (Dynamic Frequency Selection) und TPC (Transmit Power Control) wie erforderlich bei Betrieb
auf 5 GHz innerhalb der EU.

Bitte schlagen Sie im Handbuch oder Datenblatt nach nach, ob Ihr Gerat eine 2,4 GHz und / oder 5 GHz Verbindung nutzt.
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AVIS CONCERNANT L'UTILISATION DE LA RADIO SANS FIL LAN DANS LA COMMUNAUTE EUROPEENNE (UNIQUEMENT
POUR LES PRODUITS SANS FIL)

Cet appareil est limité a un usage intérieur lorsqu'il est utilisé dans la Communauté européenne sur les canaux de la bande de 5,15 a 5,35 GHz
afin de réduire les risques d'interférences.

Cet appareil est un systéme de transmission a large bande (émetteur-récepteur) de 2,4 GHz, destiné a étre utilisé dans tous les Etats-
membres de I'UE et les pays de I'AELE. Cet équipement peut étre utilisé dans les pays suivants : AL, AD, BE, BG, DK, DE, FI, FR, GR, GW, IS, IT,
HR, LI, LU, MT, MK, MD, MC, NL, NO, AT, PL, PT, RO, SM, SE, RS, SK, ES, Cl, HU, CY

Notes d'utilisation:

Pour rester en conformité avec la réglementation nationale européenne en matiére d'utilisation du spectre, des limites de fréquence et de
canal seront appliquées aux produits selon le pays ou I'équipement sera déployé.

Cet appareil ne peut pas utiliser le mode Ad-hoc lorsqu'il fonctionne dans la bande de 5 GHz. Le mode Adhoc fournit une communication
directe pair a pair entre deux périphériques clients sans point d'acces.

Les points d'accés prendront en charge les fonctionnalités DFS (Dynamic Frequency Selection) et TPC (Transmit Power Control) au besoin lors
du fonctionnement dans la bande de 5 GHz au sein de I'UE.

Merci de vous référer au guide d'utilisation ou de la fiche technique afin de vérifier si votre produit utilise 2.4 GHz et/ou 5 GHz sans fil.

AVISO DE USO DE LA LAN DE RADIO INALAMBRICA EN LA COMUNIDAD EUROPEA (SOLO PARA EL PRODUCTO
INALAMBRICO)

El uso de este dispositivo esta restringido a interiores cuando funciona en la Comunidad Europea utilizando canales en la banda de 5,15-5,35
GHz, para reducir la posibilidad de interferencias.

Este dispositivo es un sistema de transmision (transceptor) de banda ancha de 2,4 GHz, pensado para su uso en todos los estados miembros
de la UEy en los paises de la AELC. Este equipo se puede utilizar en AL, AD, BE, BG, DK, DE, FI, FR, GR, GW, IS, IT, HR, LI, LU, MT, MK, MD, MC, NL,
NO, AT, PL, PT, RO, SM, SE, RS, SK, ES, Cl, HU, CY

Notas de uso:

Para seguir cumpliendo las normas europeas de uso del espectro nacional, se aplicaran limitaciones de frecuencia y canal en los productos
en funcién del pais en el que se pondra en funcionamiento el equipo.

Este dispositivo tiene restringido el funcionamiento en modo Ad-hoc mientras funcione a 5 Ghz. El modo Ad-hoc es la comunicacién directa
de igual a igual entre dos dispositivos cliente sin un punto de acceso.

Los puntos de acceso admitiran la funcionalidad DFS (Seleccion de frecuencia dinamica) y TPC (Control de la potencia de transmision) si es
necesario cuando funcionan a 5 Ghz dentro de la UE.

Por favor compruebe el manual o la ficha de producto para comprobar si el producto utiliza las bandas inaldmbricas de 2.4 GHz y/o la de 5
GHz.
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AVVISO PER L'USO DI LAN RADIO WIRELESS NELLA COMUNITA EUROPEA (SOLO PER PRODOTTI WIRELESS)

Nella Comunita europea, I'uso di questo dispositivo & limitato esclusivamente agli ambienti interni sui canali compresi nella banda da 5,15 a
5,35 GHz al fine di ridurre potenziali interferenze. Questo dispositivo & un sistema di trasmissione a banda larga a 2,4 GHz (ricetrasmittente),
destinato all'uso in tutti gli stati membri dell’'Unione europea e nei paesi EFTA.

Questo dispositivo puod essere utilizzato in AL, AD, BE, BG, DK, DE, FI, FR, GR, GW, IS, IT, HR, LI, LU, MT, MK, MD, MC, NL, NO, AT, PL, PT, RO, SM,
SE, RS, SK, ES, Cl, HU, CY

Note per l'uso

Al fine di mantenere la conformita alle normative nazionali europee per I'uso dello spettro di frequenze, saranno applicate limitazioni sulle
frequenze e sui canali per il prodotto in conformita alle normative del paese in cui il dispositivo viene utilizzato.

Questo dispositivo non pud essere attivato in modalita Ad-hoc durante il funzionamento a 5 Ghz. La modalita Ad-hoc € una comunicazione
diretta peer-to-peer fra due dispositivi client senza un punto di accesso.

| punti di accesso supportano le funzionalita DFS (Dynamic Frequency Selection) e TPC (Transmit Power Control) richieste per operare a 5 Ghz
nell’'Unione europea.

Ti invitiamo a fare riferimento al manuale del prodotto o alla scheda tecnica per verificare se il tuo prodotto utilizza le frequenze 2,4 GHz e/o
5 GHz.

KENNISGEVING VAN DRAADLOOS RADIO LAN-GEBRUIK IN DE EUROPESE GEMEENSCHAP (ALLEEN VOOR
DRAADLOOS PRODUCT)

Dit toestel is beperkt tot gebruik binnenshuis wanneer het wordt gebruikt in de Europese Gemeenschap gebruik makend van kanalen in de
5.15-5.35 GHz band om de kans op interferentie te beperken.

Dit toestel is een 2.4 GHz breedband transmissiesysteem (transceiver) dat bedoeld is voor gebruik in alle EU lidstaten en EFTA landen. Deze
uitrusting mag gebruikt worden in AL, AD, BE, BG, DK, DE, FI, FR, GR, GW, IS, IT, HR, LI, LU, MT, MK, MD, MC, NL, NO, AT, PL, PT, RO, SM, SE, RS, SK,
ES, Cl, HU, CY

Gebruiksaanwijzingen:

Om de gebruiksvoorschriften van het Europese Nationale spectrum na te leven, zullen frequentie- en kanaalbeperkingen worden toegepast
op de producten volgens het land waar de uitrusting gebruikt zal worden.

Dit toestel kan niet functioneren in Ad-hoc mode wanneer het gebruikt wordt in 5 GHz. Ad-hoc mode is directe peer-to-peer communicatie
tussen twee klantenapparaten zonder een toegangspunt.

Toegangspunten ondersteunen DFS (Dynamic Frequency Selection) en TPC (Transmit Power Control) functionaliteit zoals vereist bij gebruik
in 5 GHz binnen de EU.

Raadpleeg de handleiding of de datasheet om te controleren of uw product gebruik maakt van 2.4 GHz en/of 5 GHz.
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SAFETY INSTRUCTIONS

The following general safety guidelines are provided to help ensure your own personal safety and protect your product from potential damage.
Remember to consult the product user instructions for more details.

Static electricity can be harmful to electronic components. Discharge static electricity from your body (i.e. touching grounded bare metal)
before touching the product.

Do not attempt to service the product and never disassemble the product. For some products with a user replaceable battery, please read
and follow the instructions in the user manual.

Do not spill food or liquid on your product and never push any objects into the openings of your product.

Do not use this product near water, areas with high humidity, or condensation unless the product is specifically rated for outdoor application.
Keep the product away from radiators and other heat sources.

Always unplug the product from mains power before cleaning and use a dry lint free cloth only.

SICHERHEITSVORSCHRIFTEN

Die folgenden allgemeinen Sicherheitsvorschriften dienen als Hilfe zur Gewahrleistung lhrer eigenen Sicherheit und zum Schutz lhres Produkts.
Weitere Details finden Sie in den Benutzeranleitungen zum Produkt.

Statische Elektrizitat kann elektronischen Komponenten schaden. Um Schaden durch statische Aufladung zu vermeiden, leiten Sie
elektrostatische Ladungen von Ihrem Kérper ab,

(z. B. durch Beruihren eines geerdeten blanken Metallteils), bevor Sie das Produkt berthren.

Unterlassen Sie jeden Versuch, das Produkt zu warten, und versuchen Sie nicht, es in seine Bestandteile zu zerlegen. Fur einige Produkte mit
austauschbaren Akkus lesen Sie bitte das Benutzerhandbuch und befolgen Sie die dort beschriebenen Anleitungen.

Vermeiden Sie, dass Speisen oder Flissigkeiten auf Ihr Produkt gelangen, und stecken Sie keine Gegenstande in die Gehauseschlitze oder
-6ffnungen lhres Produkts.

Verwenden Sie dieses Produkt nicht in unmittelbarer Nahe von Wasser und nicht in Bereichen mit hoher Luftfeuchtigkeit oder Kondensation,
es sei denn, es ist speziell zur Nutzung in AuBenbereichen vorgesehen und eingestuft.

Halten Sie das Produkt von Heizkorpern und anderen Quellen fern, die Warme erzeugen.

Trennen Sie das Produkt immer von der Stromzufuhr, bevor Sie es reinigen und verwenden Sie dazu ausschlie3lich ein trockenes fusselfreies
Tuch.
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CONSIGNES DE SECURITE
Les consignes générales de sécurité ci-aprés sont fournies afin d'assurer votre sécurité personnelle et de protéger le produit d'éventuels
dommages. Veuillez consulter les consignes d’utilisation du produit pour plus de détails.

« Lélectricité statique peut endommager les composants électroniques. Déchargez 'électricité statique de votre corps (en touchant un objet
en métal relié a la terre par exemple) avant de toucher le produit.

+ N'essayez pas d’intervenir sur le produit et ne le démontez jamais. Pour certains produits contenant une batterie remplagable par |'utilisateur,
veuillez lire et suivre les consignes contenues dans le manuel d'utilisation.

« Nerenversez pas d'aliments ou de liquide sur le produit et n'insérez jamais d'objets dans les orifices.

« N'utilisez pas ce produit a proximité d'un point d’eau, de zones tres humides ou de condensation sauf si le produit a été spécifiquement
congu pour une application extérieure.

. Eloignez le produit des radiateurs et autres sources de chaleur.
« Débranchez toujours le produit de I'alimentation avant de le nettoyer et utilisez uniquement un chiffon sec non pelucheux.

INSTRUCCIONES DE SEGURIDAD
Las siguientes directrices de seguridad general se facilitan para ayudarle a garantizar su propia seguridad personal y para proteger el producto
frente a posibles dafos. No olvide consultar las instrucciones del usuario del producto para obtener mas informacioén.

« Laelectricidad estatica puede resultar nociva para los componentes electrénicos. Descargue la electricidad estatica de su cuerpo (p. €j.,
tocando algun metal sin revestimiento conectado a tierra) antes de tocar el producto.

+ Nointente realizar el mantenimiento del producto ni lo desmonte nunca. Para algunos productos con bateria reemplazable por el usuario,
lea y siga las instrucciones del manual de usuario.

« No derrame comida o liquidos sobre el producto y nunca deje que caigan objetos en las aberturas del mismo.

+ No utilice este producto cerca del agua, en zonas con humedad o condensacion elevadas a menos que el producto esté clasificado
especificamente para aplicacion en exteriores.

« Mantenga el producto alejado de los radiadores y de otras fuentes de calor.
« Desenchufe siempre el producto de la alimentacion de red antes de limpiarlo y utilice solo un pafo seco sin pelusa.
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ISTRUZIONI PER LA SICUREZZA

Le seguenti linee guida sulla sicurezza sono fornite per contribuire a garantire la sicurezza personale degli utenti e a proteggere il prodotto da
potenziali danni. Per maggiori dettagli, consultare le istruzioni per I'utente del prodotto.

Lelettricita statica puo essere pericolosa per i componenti elettronici. Scaricare l'elettricita statica dal corpo (ad esempio toccando una parte
metallica collegata a terra) prima di toccare il prodotto.

Non cercare di riparare il prodotto e non smontarlo mai. Per alcuni prodotti dotati di batteria sostituibile dall’'utente, leggere e seguire le
istruzioni riportate nel manuale dell’'utente.

Non versare cibi o liquidi sul prodotto e non spingere mai alcun oggetto nelle aperture del prodotto.

Non usare questo prodotto vicino all'acqua, in aree con elevato grado di umidita o soggette a condensa a meno che il prodotto non sia
specificatamente approvato per uso in ambienti esterni.

Tenere il prodotto lontano da caloriferi e altre fonti di calore.
Scollegare sempre il prodotto dalla presa elettrica prima di pulirlo e usare solo un panno asciutto che non lasci filacce.

VEILIGHEIDSINFORMATIE

De volgende algemene veiligheidsinformatie werd verstrekt om uw eigen persoonlijke veiligheid te waarborgen en uw product te beschermen
tegen mogelijke schade. Denk eraan om de gebruikersinstructies van het product te raadplegen voor meer informatie.

Statische elektriciteit kan schadelijk zijn voor elektronische componenten. Ontlaad de statische elektriciteit van uw lichaam (d.w.z. het
aanraken van geaard bloot metaal) voordat uhet product aanraakt.

U mag nooit proberen het product te onderhouden en u mag het product nooit demonteren. Voor sommige producten met door de
gebruiker te vervangen batterij, dient u de instructies in de gebruikershandleiding te lezen en te volgen.

Mors geen voedsel of vloeistof op uw product en u mag nooit voorwerpen in de openingen van uw product duwen.

Gebruik dit product niet in de buurt van water, gebieden met hoge vochtigheid of condensatie, tenzij het product specifiek geclassificeerd is
voor gebruik buitenshuis.

Houd het product uit de buurt van radiators en andere warmtebronnen.
U dient het product steeds los te koppelen van de stroom voordat u het reinigt en gebruik uitsluitend een droge pluisvrije doek.
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Disposing of and Recycling Your Product
ENGLISH EN

This symbol on the product or packaging means that according to local laws and regulations this product should be not be disposed
of in household waste but sent for recycling. Please take it to a collection point designated by your local authorities once it has
reached the end of its life, some will accept products for free. By recycling the product and its packaging in this manner you help to
conserve the environment and protect human health.

D-Link and the Environment

At D-Link, we understand and are committed to reducing any impact our operations and products may have on the environment. To minimise
this impact D-Link designs and builds its products to be as environmentally friendly as possible, by using recyclable, low toxic materials in both
products and packaging.

D-Link recommends that you always switch off or unplug your D-Link products when they are not in use. By doing so you will help to save energy
and reduce CO2 emissions.

To learn more about our environmentally responsible products and packaging please visit www.dlinkgreen.com.

DEUTSCH DE

Dieses Symbol auf dem Produkt oder der Verpackung weist darauf hin, dass dieses Produkt gemaR bestehender ortlicher Gesetze

und Vorschriften nicht Giber den normalen Hausmiill entsorgt werden sollte, sondern einer Wiederverwertung zuzufiihren ist. Bringen

Sie es bitte zu einer von lhrer Kommunalbehdorde entsprechend amtlich ausgewiesenen Sammelstelle, sobald das Produkt das Ende

seiner Nutzungsdauer erreicht hat. Fiir die Annahme solcher Produkte erheben einige dieser Stellen keine Gebuihren. Durch ein auf

diese Weise durchgefiihrtes Recycling des Produkts und seiner Verpackung helfen Sie, die Umwelt zu schonen und die menschliche
B Gosundheit zu schiitzen.

D-Link (Insert Model Number) User Manual 147



Appendix D - Regulatory Information

D-Link und die Umwelt

D-Link st sich den mdglichen Auswirkungen seiner Geschaftstatigkeiten und seiner Produkte auf die Umwelt bewusst und flihlt sich verpflichtet,
diese entsprechend zu mindern. Zu diesem Zweck entwickelt und stellt D-Link seine Produkte mit dem Ziel groBtmaoglicher Umweltfreundlichkeit
her und verwendet wiederverwertbare, schadstoffarme Materialien bei Produktherstellung und Verpackung.

D-Link empfiehlt, Ihre Produkte von D-Link, wenn nicht in Gebrauch, immer auszuschalten oder vom Netz zu nehmen. Auf diese Weise helfen
Sie, Energie zu sparen und CO2-Emissionen zu reduzieren.

Wenn Sie mehr Giber unsere umweltgerechten Produkte und Verpackungen wissen mochten, finden Sie entsprechende Informationen im Internet
unter www.dlinkgreen.com.

FRANCAIS FR

Ce symbole apposé sur le produit ou son emballage signifie que, conformément aux lois et réglementations locales, ce produit ne
doit pas étre éliminé avec les déchets domestiques mais recyclé. Veuillez le rapporter a un point de collecte prévu a cet effet par les
autorités locales; certains accepteront vos produits gratuitement. En recyclant le produit et son emballage de cette maniere, vous
aidez a préserver I'environnement et a protéger la santé de 'homme.

D-Link et I'environnement

Chez D-Link, nous sommes conscients de I'impact de nos opérations et produits sur I'environnement et nous engageons a le réduire. Pour limiter
cetimpact, D-Link concoit et fabrique ses produits de maniere aussi écologique que possible, en utilisant des matériaux recyclables et faiblement
toxiques, tant dans ses produits que ses emballages.

D-Link recommande de toujours éteindre ou débrancher vos produits D-Link lorsque vous ne les utilisez pas. Vous réaliserez ainsi des économies
d’énergie et réduirez vos émissions de CO2.

Pour en savoir plus sur les produits et emballages respectueux de I'environnement, veuillez consulter le www.dlinkgreen.com.

ESPANOL ES
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Este simbolo en el producto o el embalaje significa que, de acuerdo con la legislacién y la normativa local, este producto no se debe
desechar en la basura doméstica sino que se debe reciclar. LIévelo a un punto de recogida designado por las autoridades locales una
vez que ha llegado al fin de su vida util; algunos de ellos aceptan recogerlos de forma gratuita. Al reciclar el producto y su embalaje
de esta forma, contribuye a preservar el medio ambiente y a proteger la salud de los seres humanos.

D-Link y el medio ambiente

En D-Link, comprendemos y estamos comprometidos con la reduccién del impacto que puedan tener nuestras actividades y nuestros productos
en el medio ambiente. Para reducir este impacto, D-Link disefa y fabrica sus productos para que sean lo mas ecoldgicos posible, utilizando
materiales reciclables y de baja toxicidad tanto en los productos como en el embalaje.

D-Link recomienda apagar o desenchufar los productos D-Link cuando no se estén utilizando. Al hacerlo, contribuira a ahorrar energia y a reducir
las emisiones de CO2.

Para obtener mas informacién acerca de nuestros productos y embalajes ecolégicos, visite el sitio www.dlinkgreen.com.

ITALIANO IT

La presenza di questo simbolo sul prodotto o sulla confezione del prodotto indica che, in conformita alle leggi e alle normative locali,
questo prodotto non deve essere smaltito nei rifiuti domestici, ma avviato al riciclo. Una volta terminato il ciclo di vita utile, portare il
prodotto presso un punto di raccolta indicato dalle autorita locali. Alcuni questi punti di raccolta accettano gratuitamente i prodotti
da riciclare. Scegliendo di riciclare il prodotto e il relativo imballaggio, si contribuira a preservare I'ambiente e a salvaguardare la

. salute umana.

D-Link e I'ambiente

D-Link cerca da sempre di ridurre I'impatto ambientale dei propri stabilimenti e dei propri prodotti. Allo scopo di ridurre al minimo tale impatto,
D-Link progetta e realizza i propri prodotti in modo che rispettino il piu possibile I'ambiente, utilizzando materiali riciclabili a basso tasso di
tossicita sia per i prodotti che per gliimballaggi.

D-Link raccomanda di spegnere sempre i prodotti D-Link o di scollegarne la spina quando non vengono utilizzati. In questo modo si contribuira
a risparmiare energia e a ridurre le emissioni di anidride carbonica.

Per ulteriori informazioni sui prodotti e sugliimballaggi D-Link a ridotto impatto ambientale, visitate il sito all'indirizzo www.dlinkgreen.com.
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NEDERLANDS NL

Dit symbool op het product of de verpakking betekent dat dit product volgens de plaatselijke wetgeving niet mag worden weggegooid
met het huishoudelijk afval, maar voor recyclage moeten worden ingeleverd. Zodra het product het einde van de levensduur heeft
bereikt, dient u het naar een inzamelpunt te brengen dat hiertoe werd aangeduid door uw plaatselijke autoriteiten, sommige
autoriteiten accepteren producten zonder dat u hiervoor dient te betalen. Door het product en de verpakking op deze manier te

T recyclen helpt u het milieu en de gezondheid van de mens te beschermen.
D-Link en het milieu

Bij D-Link spannen we ons in om de impact van onze handelingen en producten op het milieu te beperken. Om deze impact te beperken, ontwerpt
en bouwt D-Link zijn producten zo milieuvriendelijk mogelijk, door het gebruik van recycleerbare producten met lage toxiciteit in product en

verpakking.

D-Link raadt aan om steeds uw D-Link producten uit te schakelen of uit de stekker te halen wanneer u ze niet gebruikt. Door dit te doen bespaart
u energie en beperkt u de CO2-emissies.

Breng een bezoek aan www.dlinkgreen.com voor meer informatie over onze milieuverantwoorde producten en verpakkingen.

POLSKI PL

Ten symbol umieszczony na produkcie lub opakowaniu oznacza, ze zgodnie z miejscowym prawem i lokalnymi przepisami
niniejszego produktu nie wolno wyrzucac jak odpady czy $mieci z gospodarstwa domowego, lecz nalezy go poddac procesowi
recyklingu. Po zakonczeniu uzytkowania produktu, niektére odpowiednie do tego celu podmioty przyjma takie produkty
nieodptatnie, dlatego prosimy dostarczy¢ go do punktu zbiérki wskazanego przez lokalne wtadze. Poprzez proces recyklingu i
dzieki takiemu postepowaniu z produktem oraz jego opakowaniem, pomoga Panstwo chroni¢ srodowisko naturalne i dbac¢ o

B  .dzkie zdrowie.
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D-Link i Srodowisko

D-Link podchodzimy w sposob swiadomy do ochrony otoczenia oraz jestesmy zaangazowani w zmniejszanie wptywu naszych dziatan i produktéw
na srodowisko naturalne. W celu zminimalizowania takiego wptywu firma D-Link konstruuje i wytwarza swoje produkty w taki sposéb, aby byty
one jak najbardziej przyjazne srodowisku, stosujac do tych celow materiaty nadajace sie do powtérnego wykorzystania, charakteryzujace sie
matg toksycznoscig zaréwno w przypadku samych produktéw jak i opakowan.

Firma D-Link zaleca, aby Panstwo zawsze prawidtowo wytaczali z uzytku swoje produkty D-Link, gdy nie sg one wykorzystywane. Postepujac w
ten sposéb pozwalaja Panstwo oszczedzac energie i zmniejsza¢ emisje CO2.

Aby dowiedzie¢ sie wiecej na temat produktoéw i opakowan majacych wptyw na srodowisko prosimy zapoznac sie ze strong Internetowg www.
dlinkgreen.com.

CESKY (o4

Tento symbol na vyrobku nebo jeho obalu znamena, Ze podle mistné platnych predpisli se vyrobek nesmi vyhazovat do komunalniho
odpadu, ale odeslat k recyklaci. Az vyrobek doslouzi, odneste jej prosim na sbérné misto ur¢ené mistnimi ufady k tomuto ucelu.
Néktera sbérna mista pfijimaji vyrobky zdarma. Recyklaci vyrobku i obalu pomahate chranit Zivotni prostredi i lidské zdravi.

D-Link a zivotni prostredi

Ve spole¢nosti D-Link jsme si védomi vlivu nasich provozl a vyrobk( na Zivotni prostfedi a snazime se o minimalizaci téchto vlivQ. Proto své
vyrobky navrhujeme a vyrabime tak, aby byly co nejekologi¢téjsi, a ve vyrobcich i obalech pouzivame recyklovatelné a nizkotoxické materialy.

Spole¢nost D-Link doporucuje, abyste své vyrobky znacky D-Link vypnuli nebo vytahli ze zasuvky vzdy, kdyZ je nepouzivate. Pomuzete tak 3etfit
energii a snizit emise CO2.

Vice informaci o nasich ekologickych vyrobcich a obalech najdete na adrese www.dlinkgreen.com.

MAGYAR HU
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Ez a szimbdlum a terméken vagy a csomagolason azt jelenti, hogy a helyi torvényeknek és szabalyoknak megfeleléen ez a termék
nem semmisitheté meg a haztartasi hulladékkal egyitt, hanem Ujrahasznositasra kell kiildeni. Kérjiik, hogy a termék élettartamanak
elteltét kdvetden vigye azt a helyi hatdsag altal kijelolt gydjtéhelyre. A termékek egyes helyeken ingyen elhelyezhet6k. A termék és
a csomagolas Ujrahasznositasaval segiti védeni a kdrnyezetet és az emberek egészségét.

A D-Link és a kornyezet

A D-Linknél megértjuk és elkotelezettek vagyunk a muveleteink és termékeink kornyezetre gyakorolt hatasainak csokkentésére. Az ezen hatas
csOkkentése érdekében a D-Link a lehetd leginkabb kdrnyezetbarat termékeket tervez és gyart azaltal, hogy Ujrahasznosithato, alacsony karosanyag-
tartalmu termékeket gyart és csomagolasokat alkalmaz.

A D-Link azt javasolja, hogy mindig kapcsolja ki vagy huzza ki a D-Link termékeket a tapforrasbél, ha nem haszndlja azokat. Ezzel segit az energia
megtakaritadsaban és a széndioxid kibocsatasanak csokkentésében.

Kornyezetbarat termékeinkrél és csomagolasainkrol tovabbi informaciokat a www.dlinkgreen.com weboldalon tudhat meg.

NORSK NO

Dette symbolet pa produktet eller forpakningen betyr at dette produktet ifalge lokale lover og forskrifter ikke skal kastes sammen
med husholdningsavfall, men leveres inn til gjenvinning. Vennligst ta det til et innsamlingssted anvist av lokale myndigheter nar
det er kommet til slutten av levetiden. Noen steder aksepteres produkter uten avgift. Ved pa denne maten a gjenvinne produktet
og forpakningen hjelper du & verne miljget og beskytte folks helse.

I
D-Link og miljoet

Hos D-Link forstar vi oss pa og er forpliktet til 8 minske innvirkningen som var drift og vare produkter kan ha pa miljget. For 8 minimalisere denne
innvirkningen designer og lager D-Link produkter som er s& miljgvennlig som mulig, ved a bruke resirkulerbare, lav-toksiske materialer bade i
produktene og forpakningen.

D-Link anbefaler at du alltid slar av eller frakobler D-Link-produkter ndr de ikke er i bruk. Ved a gjgre dette hjelper du a spare energi og a redusere
CO2-utslipp.

For mer informasjon angdende vare miljgansvarlige produkter og forpakninger kan du ga til www.dlinkgreen.com.

DANSK DK
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Appendix D - Regulatory Information

Dette symbol pa produktet eller emballagen betyder, at dette produkt i henhold til lokale love og regler ikke ma bortskaffes som
husholdningsaffald, mens skal sendes til genbrug. Indlever produktet til et indsamlingssted som angivet af de lokale myndigheder,
nar det er ndet til slutningen af dets levetid. | nogle tilfeelde vil produktet blive modtaget gratis. Ved at indlevere produktet og dets
emballage til genbrug pa denne made bidrager du til at beskytte miljget og den menneskelige sundhed.

.
D-Link og miljget

Hos D-Link forstar vi og bestraeber os pa at reducere enhver indvirkning, som vores aktiviteter og produkter kan have pa miljget. For at minimere
denne indvirkning designer og producerer D-Link sine produkter, sa de er sa miljgvenlige som muligt, ved at bruge genanvendelige materialer
med lavt giftighedsniveau i bade produkter og emballage.

D-Link anbefaler, at du altid slukker eller frakobler dine D-Link-produkter, nar de ikke er i brug. Ved at gare det bidrager du til at spare energi og
reducere CO2-udledningerne.

Du kan finde flere oplysninger om vores miljgmaessigt ansvarlige produkter og emballage pa www.dlinkgreen.com.
suomi FI

Tama symboli tuotteen pakkauksessa tarkoittaa, etta paikallisten lakien ja saanndsten mukaisesti tata tuotetta ei pida havittaa
yleisen kotitalousjatteen seassa vaan se tulee toimittaa kierratettavaksi. Kun tuote on elinkaarensa paassa, toimita se lahimpaan
viranomaisten hyvaksymaan kierratyspisteeseen. Kierrattamalla kdytetyn tuotteen ja sen pakkauksen autat tukemaan seka ympariston
ettd ihmisten terveytta ja hyvinvointia.

D-Link (Insert Model Number) User Manual 153



